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03 I SCA3000A Lattice Boom Crawler Crane

Main Characteristics

Product Specification

.

.

B Made for America

Engine

Model: Cummins QSG12 Diesel engine;

Type: 4-stroke, water-cooled, vertical in-line 6 cylinders, direct injection,
turbo-charger, intercooler, complied with US EPA Tier F4(f) Emission
Standard;

Displacement: 720 in3 (11.8L);

Max. Rated Power: 450 HP/1800rpm;

Max. Torque: 1,600 ft-Ib/1400rpm;

Starter: 24V-8 HP;

Radiator: Fin type aluminum plate core;

Air cleaner: Dry type system with main filter element, safety element
and resistance indicator;

Throttle: Electrically controlled hand and foot throttle;

Fuel filter: Replaceable paper element;

Batteries: Two 12Vx180Ah capacity batteries, connected in series (24V
system);

Fuel tank capacity: 132Gal (500L).

Hydraulic System

Main pumps: Three variable displacement piston pumps provide power
for the main machine functions;

Gear Pumps: Two gear pumps provide power for radiator and control
circuit;

Control: Electrically controlled positive hydraulic flow control allows for
safe and precise multifunction operation;

0Oil Cooler: Fan cooled heat exchanger provides multi stage hydraulic oil
cooling;

Filter: Peak flow, high efficiency filter with bypass valve and replacement
filter indicator. Indicator will remind user when its time to replace filter;
Max. pressure of system: 4,786 psi;

Main/aux. hoist and travel system: 4,796 psi;

Swing system: 4,602 psi;

Control system: 508 psi;

Hydraulic Tank Capacity: 211Gal (800L).

I Main and Aux Hoist Winches

» The main and aux. winches are driven independently and feature a
compact design that is easy to assemble. The maintenance-free wet
brake ensure safe winch operation;

« Variable displacement hydraulic motor is load sensing and adjust
automatically to provide high line speed while maintaining line pull;

- Rotation resistance rope provides safe load lifting and long service life;

« Wire rope button end termination provides convenient and easy socket
installation;

« Free fall winches are optional.

Drum diameter (non free fall) 24.8" (630mm)

Drum diameter (free fall) 33" (837mm)
Rope speed on the outermost work layer (non 0~410ft/min
Main free fall) (0~125m/min)
Hoisting Rope speed on the outermost work layer (free 0~384ft/min
Winch fall) (0~117m/min)
Wire rope diameter 11" (28mm)
Wire rope length for main hoisting winch 1,804.5' (550m)
Rated single line pull 33.KIb (15t)
Drum diameter (non free fall) 24.8" (630mm)
Drum diameter (free fall) 33" (837mm)
Rope speed on the outermost work layer (non 0~410ft/min
Auxiliary free fall) (0~125m/min)
Hoisting Rope speed on the outermost work layer (free 0~384ft/min
Winch fall) (0~117m/min)
Wire rope diameter 11" (28mm)
Wire rope length for aux. hoisting winch 1,279.5' (390m)
Rated single line pull 33.1KIb (15t)

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification.
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Boom Hoist Winches

Including: winches for boom and luffing jib;

Winches with grooved lagging allow for multilayer spooling. Hydraulic
motor drives the planetary gear reducer to provide multifunction and fine
inching control. Spring load brake is hydraulic released.

24.8" (630mm)
0~427ft/min

Drum diameter

Rope speed on the outermost work layer

Boom (0~130m/min)
Hoist ) ) .
Winch Wire rope diameter 11" (28mm)
Wire rope length of boom luffing winch 925.2' (282m)
Rated single line pull 50.7Klb (23t)
Drum diameter 1'6" (470mm)
. 0~253ft/min
:.i:fflng Rope speed on the outermost work layer (0~77m/min)
Hoist Wire rope diameter 79" (20mm)
Winch Wire rope length of jib luffing winch 13451 (410m)
Rated single line pull 17.6KIb (8t)
Swinging Mechnism

Large swing motor drives a planetary gear reducer to provide smooth 360°
rotation. The swing speed is variable and the max speed is 1.8 rpm. Swing
system has free swing and auto brake mode. Swing brake is automatic
applied when control lever is in neutral to prevent movement during travel
and transportation. Swing bearing is a three-row roller with external gears.

Cab and Control

The new operator cab is designed with PORSCHE and features a smooth
outline that has a distinct brand identification. The spacious cab has a
fully enclosed steel frame, sliding door, and large areas of high strength
tempered glass that provide the operator a wide field of vision. The cab
tilts up 25° providing the operator a panorama view and reducing fatigue.
The cab and control layout allow for ergonomic operation keeping the
operator comfortable;

Monitor: Dual touch screen display with simple user friendly interface;
Armrest Console: Control handles electrical switches, emergency stop,
and ignition switch are located on the left and right. Arm console can be
adjusted independent of the seat;

Product Specification

- Seat: Multi-way adjustable floating seat;

» HVAC: Powerful air conditioner and heater with optimized vent locations.
Air conditioner can drop cab temperature from 131°F (55°C) to 81.5°F
(27.5°C) within 20 minutes;

« Cameras: Multiple cameras can be displayed on the monitor at the same
time. This provides the operator with a real time view of winches, right
side of machine, rear of machine, and view from boom tip;

- Dual axis controls for travel, swing, main, aux, boom hoist, and luffing jib
hoist winches.

I Counterweight

- Counterweight tray and block nest together for east assembly,
disassembly and transportation;

+ Rear counterweight: total weight 220.5KIb (100mt), 13.2KIb (6mt)
counterweight block x 14, 35.3KIb (16mt) counterweight tray x 1;

- Carbody counterweight: total weight 88.2KIb (40mt), 44.1 Klb (20mt) x 2.

i i : Unit
‘ Quantity  Length ‘ Width  Height Weight
: 18’ 58" 2 441KIb
Carbody Counterweight 2 (548m) | (172m) | (0.6m) = (20mt)
i 7 6'5" 18" 13.2KIb
Rear Counterweight Block 4 (17m)  (1.96m) (0.51m) = (6mt)
Rear Counterweight Tray 1 27 65 24 35.3KIb

(75m) | (1.96m) @ (0.7m) (16mt)

Made for America [l
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Main Characteristics

Product Specification

¥ Carbody

« Side frames pin with hydraulic cylinders to the carbody for easy assembly
and disassembly. High-strength steel welded frame is designed with a
large chassis to improve the stability of the crane.

I Crawler Assembly

« Each side frame is equipped with an independent travel driving motor.
The variable speed travel system is configured with speed options to
meet various requirements: low speed provides max tractive effort and
provides 100% pick and carry. High speed provides fast job site transfer.

M Track Pad

- Manufactured by advance casting techniques and materials providing
high strength and excellent wear resistance;
* 47.2in (1200mm) wide and each side frame has 74 track pads.

I Jack Cylinder

+ Standard jack cylinders make jobsite transport easier.

B Made for America

¥ Boom

« Lattice structure with high-strength steel chords. Each section is pinned
together with pins;

* The length of the boom ranges from that (65.6ft/20m) of the basic
boom to the maximum length (301.8ft/92m) and it can be incrementally
changed by 9.8ft (3m).

I Fixed Jib

« Lattice structure with high-strength steel chords. Each section is pinned
together with pins;

« The length of fixed jib ranges from 42.7ft (13m) to 137.8ft (42m), which
can be incrementally changed by 19.7ft (6m) and can be installed on
boom from 95.1ft (29m)-203.4ft (62m).

I Luffing Jib

« Lattice structure with high-strength steel chords. Each section is pinned
together with pins;

* The length of the luffing jib ranges from 68.9ft (21m) to 206.7ft (63m),
incrementally changed by 9.8ft (3m), which can be installed on boom
from 85.3ft (26m)-203.4ft (62m).

¥ Hook Block

« There are five hook capacity for options:

Max. lifting No. of o
Hook Type weight QTY sheaves Unit weight

330 UST 6614KIb (300mt) 1 9 10.9KIb (4.9mt)

176 UST 352.7KIb (160mt) 1 5 71KIb (3.2mt)
T0mt 220.5KIb (100mt) 1 3 5.KIb (2.3mt)
55mt 10.2KIb (50mt) 1 1 3.7Klb (1.7mt)

17.6 UST ball hook 35.3KIb (16mt) 1 None | 2.0KIb (0.9mt)

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification.
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I Assembly/Work Mode Switch

+ In assembly mode, some of the safety devices are bypassed for helping
crane assembly, for example, jib lower limit, boom angle limit and
overload;

In work mode, all safety devices are active.

Emergency Stop

When this button is pressed down power supply to whole machine is cut
off and all actions are stopped.

Load Moment Indicator (LMI)

The proprietary load moment indicator is independently -developed by
Sany, which is a specially designed over-load protective system for SCA
series crawler crane, with performance structural parameters of all series
of crawler cranes directly stored inside, such as bearing curve, boom
and jib weight, center of gravity, and other geometrical parameters.
This system maximizes the utilization efficiency of the crane while
guaranteeing the lifting safety;

The independent safety control system fully controlled by computer, the
LMI can automatically detect the load weight, work radius, and boom
angle, compare rated capacity with actual load, actual radius and actual
boom angle. In normal operation, the LMI can intelligently determine
and cut off the crane from dangerous operation. It also has a black box
function and record overload information;

LMI consists of a 13.6in (345mm) large colorful display, computer, angle
sensors, load sensors and pressure sensors.

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification

Safety Devices

Over-hoist Protection of the
Main and Auxiliary Hooks (Anti Two Block)

It is used to prevent the over-hoist of the hook. When the lifting hook is
raised to a certain height, the limit switch is activated, and hook hoisting
will be automatically cut off by the control system. Warning will be
displayed in monitor and alarm will sound. At this moment, only hook
lowering is allowed to prevent over-hoist action.

Over-release Protection Device of the
Main and Auxiliary Hook (Third Wrap Indicator)

It is used to prevent the wire rope over-release. \WWhen the wire rope is
released to the last three wraps, the limit switch will activate, and the
releasing of rope will be automatically stopped by the control system.
Warning will be displayed in monitor and alarm will sound. At this
moment, only rope retraction is allowed to prevent over release action.

Function Lock

If the function lock level is not in work position, all the other handles
won't work, which prevents any mis-operation caused by control handle
movement.

Boom/Luffing Jib Hoist Drum Lock

Pawl lock is used on boom hoist winch, which needs to unlock by switch
before operation, in order to prevent mis-operation of handles and
ensure safety during nonwork time.

Made for America [l
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Main Characteristics

Safety Devices

I Crane boom/jib limit device

» When the boom angle exceeds 85° or 88° (L) configuration) jib angle
exceeds 75°, corresponding limit switch will be triggered, and the control
system will automatically cut off the boom hoisting. Warning will be
displayed in monitor and alarm will sound. At this moment, boom/jib
luffing winch won't hoist but it can still lower down;

When the boom angle is less than 30° or jib down angle is less than 15°,
the control system will automatically cut off the boom/jib from further
lowering. Warning will be displayed in monitor and alarm will sound.
At this moment, boom/jib luffing winch won’t be able to lower. This
protection is automatically controlled by Load Moment Indicator.

[ Boom Angle Indicator

It is a pendulum-type angle indicator fixed on one side of the boom base.

¥ Hook Latch

The lifting hook is installed with a baffle plate to prevent wire rope from
falling off.

I Backstop Device

The boom and the jib are respectively equipped with a pair of backstop
cylinders. The high pressure of the cylinder limit boom travel at high
angles and provide cushion to prevent vibration. When the jib reaches
max angle the backstop limit jib travel.

B Made for America

I Camera System

+ High-definition camera on boom tip, on each winch, at the rear of the
upper and dual displays consist of the camera, which can display four
camera views at the same time. Real-time monitoring of each winch help
ensure safe operation. The boom tip camera can zoom in/out as needed;
Components of the boom tip camera: wireless remote transmitter,
wireless remote receiver, zoom camera;

The video recorder can store up to 76 hours of video.

.

.

[ Tri-color Load Indicator

The load indication light has three colors, green, yellow and red, and the
real time load status is presented on the display. When the actual load is
smaller than 90% of rated load, the green light is on;

« When the actual load is larger than 90% and smaller than 100%, the
yellow light is on, the alarm light flashes and sends out intermittent
sirens;

When the actual load reaches 100% of rated load, the red light is on, the
alarm light flashes and sends out continuous sirens;

« When the actual load reaches 102% of rated load, the system will
automatically cut off the crane operation.

I Black Box

It is able to record the operation data and machine movement, and
analyze the remaining running conditions and service life of machine
based on the actual performance.

.

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification.
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Main Characteristics

I Pharos (Aircraft Warning Light)

+ Light mounted on the top of boom/jib that flashes at night.

I Anemometer

« It is mounted on the top of the boom/jib and displays the wind speed in
the monitor in the cab.

[ Electronic Level Indicator

- It displays the tilting angle of the crane on the monitor in real time and
protects the safe operation of the crane.

I Lightning Protection Device

« It includes the lightning protection device and the surge protection
device, which can effectively protect the electric system elements and
workers from lightning.

I Swing and Traveling Alarm

« During swing and traveling, the alarm will sound to alert the personnel
around the crane. The alarm can be shut off through the display.

[ Engine Power Limit Load Adjustment and
Stalling Protection

* The controller can monitor the engine power to prevent stalling.

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification

Safety Devices

I Proactive Safety Control Technology

+ Reduce the swinging speed automaticlly based on boom length;

» Reduce the action speed when approaching safety limit, to prevent
sudden stops;

- Real-time monitor of hydraulic oil temperature. Based on hydraulic
temperature activity may be limited to protect hydraulic components.

I llluminating Light

» The machine is equipped with the low beam light and high beam light at
the front of the cab, illumination light in cab, and other lights for night
operation, boom lights to improve the visibility during operation.

[ Rear View Mirror

- Itis installed on the left of the operator's cab for monitoring the rear part
of the machine.

Made for America [l
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Technical Parameters

Main Performance Specifications

Major Performance Specifications of SCA3000A

Operation Speed

Machine weight

Engine

Transport Parameter

Other Parameters

Speed of single rope of the main hoist (outermost work layer)
Max. (aux.) speed of single rope of the main hoist (free fall) (optional)
Boom hoist winch speed (outermost layer)

Jib hoist winch speed (outermost layer)

Performance Indicators Unit Parameter

Max. rated lifting capacity Klb (mt) 600 (286)

Max. rated lifting moment Klbxft (mt-m) 405.2KIbx267t
Boom Configuration (183.8x8)

Boom length ft (m) 65.6~301.8 (20~92)

Boom angle ° 30°~85°

Longest boom + longest fixed jib ft (m) 203.4+137.8 (62+42)
Fixed Jib Configuration .

Boom to jib angle ° 10°,30°
Heavy Fixed Jib Boom + heavy fixed jib ft (m) 65.6+39.4 (20+12)
Configuration .

Boom to jib angle ¢ 20

e 137,786%59

Largest lifting moment |bs-ft (mt-m) (62.5¢18)
Luffing Jib Configuration Longest boom + longest luffing jib ft (m) 203.4+206.7 (62~63)

Boom luffing angle ¢ 65°~88°

ft/min (m/min)
ft/min (m/min)
ft/min (m/min)

( )

ft/min (m/min

0~410.1(0~125)
0~383.9 (0~117)
0~433.1(0~132)
0~252.6 (0~77)

Swinging speed rpm 0~1.8
Travel speed mile/h(km/h) 0~0.62 (0~1.0)
Basic boom, 220.5KIb rear counterweight, 88.2KIb carbody counterweight,
330 UST hook Kb (mt) 562.2 (255)
Output power HP 450
Rated speed rpm 1,800
Max. transport weight of single part
(with main and aux. hoist winches) 0 G 99.2 (45)

. . . 43.7x9.8x10.5
Max. transport dimension of single part (L x W x H) ft (m) (13.32x3x3.2)
Average ground pressure PSI 20
Gradeahility - 30%

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification.
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Technical Parameters

Basic Dimensions of Crane

(& P
ol
. -
: [:
[ R R T SR S I
12 ® o ¥

B 247"(7504) _
. 105"(3164) I
e
]
= = i , ,
= = 2 I ]
— = S HE=S s a |
] 1 = I ‘
2 y ‘_’g ,-B:
e () =) g
\ qn = B =
gm(zoofa 311" 5'11"(1800) 3
g 15'2"(4622) 8
. ) 26'2"(7980) - S
- > - 26'3"(8003)
- 32'10"(10000) > . 30'(9145) -
W Made for America In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification.

SCA3000A Lattice Boom Crawler Crane I

NJ

300 UST (286 mt) Lifting Capacity

Technical Parameters

Transportation Dimensions

Basic Machine
Length (L)
Width (W)
Height (H)
Weight

Crawler Assembly
Length (L)

Width (W)

Height (H)

Weight

Boom Tip (with sheave block)
Length (L)

Width (W)

Height (H)

Weight

Boom Base (with winch)
Length (L)

Width (W)

Height (H)

Weight

9.8ft (3m) Boom insert

Length (L)

Width (W)

Height (H)

Weight (with auxiliary luffing hoist)

19.7ft (6m) Boom insert
Length (L)

Width (W)

Height (H)

Weight

Ol =

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification

x1

43.7ft (13.32m)
9.8ft (3.0m)
10.5ft (3.20m)
99.2Klb (45mt)

x2

30.0ft (915m)
3.9ft (1.20m)
4.6ft (1.40m)
48.5KIb (22mt)

x1

10.6ft (3.24m)
6.8ft (2.07m)
5.3ft (1.62m)
7.7Klb (3.5mt)
x1

34.0ft (10.35m)
8.5ft (2.60m)
9.8ft (2.99m)
29.9KIb (13.58mt)
x1

10.4ft (318m)
8.7ft (2.65m)
8.7ft (2.66m)
2.9KIb (1.3mt)
x2

20.3ft (6.18m)
8.7ft (2.65m)
8.7ft (2.66m)
4.4Klb (2.0mt)

Made for America [l
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SCA3000A Lattice Boom Crawler Crane
300 UST (286 mt) Lifting Capacity

Technical Parameters

Transportation Dimensions

39.4ft (12m) boom insert x5
Length (L) 40.0ft (12.18m)
Width (W) 8.7ft (2.65m)
Height (H) 8.7ft (2.66m)
Weight 7.9KIb (3.6mt)

19.7ft (6m) tapered boom insert x1

Length (L) 20.3ft (6.20m)
Width (W) 8.7ft (2.65m)
Height (H) 8.7ft (2.66m)
Weight 4.4KlIb (2.0mt)

Luffing jib top x1

Length (L) 21.2ft (6.46m)
Width (W) 7.0ft (2.12m)
Height (H) 6.9t (2.10m)
Weight 5.3Klb (2.4mt)

9.8ft (3m) Luffing jib insert

Length (L) 10.4ft (3.17m)
Width (W) 7.0ft (2.12m)
Height (H) 6.3ft (1.91m)
Weight 14KIb (0.63mt)

19.7ft (6m) Luffing jib insert

Length (L) 20.2ft (6.17m)
Width (W) 7.0ft (2.12m)
Height (H) 6.3ft (1.91m)
Weight 2.3KIb (1.04mt)
19.7ft (6m) luffing jib insert |
Length (L) 20.2ft (6.17m)
Width (W) 7.0ft (2.12m)
Height (H) 6.3t (1.91m)
Weight 2.3Klb (1.05mt)

B Made for America
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Transportation Dimensions

39.4ft (12m) Luffing jib insert %3
Length (L) 40.0ft (12.17m)
Width (W) 7.0ft (212m)
Height (H) 6.3ft (1.91m)
Weight 4.3KIb (1.95mt)

Auxiliary tip extension x1
Length (L) 7.2ft (2.2m)
Width (W) 3.1ft (0.95m)
Height (H) 4.7t (1.44m)
Weight 1.0KlIb (0.42mt)
Jib base, front and rear mast of luffing jib x1
Length (L) 37.7ft (11.49m)
Width (W) 6.9ft (2.11m)
Height (H) 10.7ft (3.26m)
Weight 12.1KIb (5.5mt)

19.7ft (6m) fixed jib insert
Length (L)

Width (W)

Height (H)

Weight

37.7ft (11.5m) fixed jib insert
Length (L)

Width (W)

Height (H)

Weight

Fixed jib base and mast
Length (L)

Width (W)

Height (H)

Weight

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification.

«1
20.0ft (6.11m)
4.9t (1.50m)

4.7ft (1.42m)
1.7KIb (0.75mt)
«1

38.3ft (11.67m)
5.0ft (1.50m)
4.7ft (1.42m)
2.9KIb (1.3mt)

x1

22.0ft (6.70m)
4.7ft (1.42m)
6.6ft (2.00m)
3.7Klb (1.7mt)

Made for America [l
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Technical Parameters

Transportation Dimensions

SCA3000A Lattice Boom Crawler Crane 6
300 UST (286 mt) Lifting Capacity

Technical Parameters

Transportation Dimensions

Fixed jib top *1 "’\@&9
Length (L) 23.3ft (710m) _ \v Y"}/‘Y‘\Y‘W’Y'\V/{N‘y‘vr
Width (W) 4.7t (1.42m) JAVAVAVA A\J’AV/A\/A AAAKS o
Height (H) 4.7ft (1.43m) o
Weight 3.9Klb (1.75mt)
) L -

Carbody Counterweight x2 - '
Length (L) 18.0ft (5.48m) g ‘ . AT SARNY o 20t ﬁ It
Width (W) 5.6ft (1.72m)
Height (H) 2.0ft (0.60m)
Weight 44.1KIb (20mt) HF %H

®
Rear Counterweight Tray x1 1 1
Length (L) 24.6ft (7.50m) i L aial
Width (W) 6.4ft (1.96m)
Height (H) 2.3ft (0.70m)
Weight 35.3Klb (16mt)
13.2KIb (6mt) Counterweight Block x14
Length (L) 71ft (217m)
Width (W) 6.4ft (1.96m)
Height (H) 1.7ft (0.51m)
Weight 13.2Klb (6mt)
Trolley x1
Length (L) 8.4ft (2.56m)
Width (W) 5.7ft (1.74m)
Height (H) 3.3ft (1.00m)
Weight 2.2KlIb (1mt)
330 UST Lifting Hook x1
Length (L) 3.4ft (1.04m)
Width (W) 3.3ft (1.02m)
Height (H) 9.6ft (2.93m)
Weight 10.9KIb (4.9mt)

B Made for America

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification.

176 UST Lifting Hook x1

Length (L) 1.9ft (0.59m)

Width (W) 3.3ft (1.02m)

Height (H) 8.7ft (2.64m)

Weight 71KIb (3.2mt)

110 UST Lifting Hook x1

Length (L) 1.7ft (0.51m)

Width (W) 3.3ft (1.02m)

Height (H) 8.1ft (2.48m)

Weight 5KIb (2.3mt)

55 UST Lifting Hook x1

Length (L) 1.5ft (0.45m)

Width (W) 3.3ft (1.02m)

Height (H) 7.5ft (2.30m)

Weight 3.7Klb (1.7mt)

L 17.5 UST Lifting Hook x1

o\ Length (L) 1.7ft (0.53m)

© Width (W) 1.7ft (0.53m)

T Height (H) 3.6ft (1.10m)

i i Weight 2.0KIb (0.9mt)
Note:

1. The transport dimensions of each part in the table are schematic, not
proportional to the real parts. The dimensions are designed value without
package considered.

2. Weight is designed value that the actual manufactured part may deviate a little.

3. The dimensions and weight of each part may change due to product upgrading.
The final values are subject to the new product.

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification. Made for America [l



’|7 I SCA3000A Lattice Boom Crawler Crane SCA3000A Lattice Boom Crawler Crane I ’|8

300 UST (286 mt) Lifting Capacity 300 UST (286 mt) Lifting Capacity
Technical Parameters Technical Parameters
Schematics for Assembly/Disassembly Schematics for Assembly/Disassembly

Schematics for self-assembly of basic machine

1) Self-assembly of basic machine

©

I I,

2) Self-assembly of track frame

Schematics of boom assembly
1) Boom assembly

S

Y
fAVAVA

2) Luffing jib assembly

wire rope of main/aux.
hoist winch

X)

XXX

OB X

W Made for America In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification. In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification Made for America [l



‘]9 SCA3000A Lattice Boom Crawler Crane
300 UST (286 mt) Lifting Capacity

Technical Parameters

Schematics for Assembly/Disassembly

3) Fixed jib assembly

OO0,

AVAVAVAIZOIOZQIOZQIOMI RO

AVAVAWFKQKQZQIEIEQXQQKQY

W Made for America In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification.



SCA3000A Lattice Boom Crawler Crane 22
300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

Boom Combinations

SCA3000A
LATTICE BOOM CRAWLER CRANE
300 UST (286 mt) LIFTING CAPACITY

MADE FOR AMERICA

Configurations

* Page 22 Boom Combinations
» Page 23 H Configuration

» Page 24 H Working Radius

* Page25 H Load Chart

* Page27 H Load Chart

» Page 28 F)Working Radius
e Page?29 FJLoadChart

» Page 35 LJConfiguration

» Page36 L)Working Radius
* Page37 LJLoad Chart

42.7-137.8ft
(13-42m) 68.9-206.7f(21-63m)

65.6-301.8ft(20-92m) 95.1-203.4ft(29-62m) 85.3-203.4ft(26-62m)

» Page72 Heavy Fixed Jib Configuration

39.4ft(12m)

65.6ft(20m)

H Configuration FJ Configuration LJ Configuration Heavy Fixed Jib
Configuration

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification. Made for America [l



300 UST (286 mt) Lifting Capacity

23 I SCA3000A Lattice Boom Crawler Crane

Combination of Working Conditions

H Configuration

H Configuration

Boom length Insert
(m) 9.8ft(3m) | 19.7ft(6m) = 39.4ft (12m)

65.6 (20) 1 - -
75.5 (23) 1 -
85.3 (26) 1 1 _
95.1(29) - - 1
105 (32) 1 - 1
114.8 (35) - 1 1
124.7 (38) 1 1 1
134.5 (41) - - 2
144.4 (44) 1 - 2
154.2 (47) - 1 2
164 (50) 1 1 2
173.9 (53) - - 3
183.7 (56) 1 - 3
193.6 (59) - 1 3
203.4 (62) 1 1 3
213.3 (65) - - 4
223.1(68) 1 = 4
232.9 (71) - 1 4
242.8 (74) 1 1 4
252.6 (77) - - 5
262.5(80) 1 - 5
272.3 (83) - 1 5
282.2 (86) 1 1 5
292 (89) 2 5
301.8 (92) 1 2 5

Note: 65.6ft (20m) basic boomn consists of 32.8ft (10m) boom section,
9.8ft (3m) boom insert, 19.7ft (6m) transition section and 1m boom

head.

B Made for America

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification.

3.3 ft (1m) Boom tip

19.7 ft (6m) Tapered boom insert

39.4ft (12m) insert(x5)

19.7ft (bm) insert(x2)

9.8ft (3m) insert(x1)

32.8ft (10m) Boom base

SCA3000A Lattice Boom Crawler Crane 24
300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

301.8
292.0
282.2
272.3
262.5
252.6
242.8
232.9
223.1
213.3
203.4
193.6
183.7
173.9
164.0
154.2
144.4
134.5
124.7
114.8
105.0

95.1

85.3

75.5

65.6

(1) yibua woog

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification.

H Working Radius
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25 I SCA3000A Lattice Boom Crawler Crane SCA3000A Lattice Boom Crawler Crane I 26

300 UST (286 mt) Lifting Capacity 300 UST (286 mt) Lifting Capacity
Combination of Working Conditions Combination of Working Conditions
H Load Chart H Load Chart

SCA3000A Crawler Crane -H SCA3000A Crawler Crane -H

Boom length 65.6-301.8 ft; Rear Counterweight 220.5KIb; Carbody Counterweight 88.2Klb Boom length 65.6-301.8 ft; Rear Counterweight 220.5KIb; Carbody Counterweight 88.2Klb
Boom Boom Boom Boom
length (ft) length (ft) length (ft) length (ft)
65.6 75.5 85.3 95.1 105 14.8 124.7 134.5 1444 154.2 164 173.9 183.7 193.6 2034 213.3 2231 232.9 242.8 252.6 262.5 272.3 282.2 292 301.8
Radius (ft) Radius (ft) Radius (ft) Radius (ft)
16.4 600.0 16.4 16.4 16.4
20 519.4 492.3 488.7 4477 423.8 20 20 20
25 4251 417.3 4074 3934 3734 3574 352.0 325.9 25 25 25
30 339.2 3331 324.8 316.1 310.3 310.0 3071 285.5 266.9 258.6 250.9 246.4 244.0 30 30 243.3 215.0 215.0 30
35 288.5 282.0 278.6 273.2 269.9 2691 265.6 2601 245.0 243.2 229.3 224.5 2021 35 35 196.3 195.2 188.3 184.3 171.6 168.2 166.8 35
40 238.5 234.5 233.5 232.8 2321 233.2 228.7 222.5 222.3 217.3 212.5 208.2 198.1 40 40 190.2 186.5 167.6 160.2 147.3 139.8 132.0 130.6 128.5 128.3 126.3 119.5 40
45 203.8 201.7 200.2 199.3 198.2 198.4 197.3 196.1 194.3 190.4 186.4 182.9 178.0 45 45 174.2 168.4 162.2 158.6 144.2 133.9 122.7 116.8 115.3 113.0 2.7 104.2 45
50 177.0 175.7 174.6 173.8 172.4 172.2 173.7 171.6 170.8 169.3 165.8 162.7 159.3 50 50 156.6 152.4 149.3 146.2 139.3 125.3 17.2 109.3 107.8 104.7 99.3 93.2 50
55 155.5 154.4 153.5 152.7 151.8 151.7 152.9 1511 150.6 150.4 148.5 145.9 142.9 55 55 140.6 137.7 135.1 132.3 130.2 119.3 m.0 103.9 102.5 95.6 87.2 81.8 55
60 1371 135.8 135.2 135.2 135.6 134.3 134.9 133.6 1334 133.6 131.6 128.9 60 60 126.9 124.2 121.9 119.5 175 114.9 104.0 99.4 97.3 85.0 77.0 70.3 60
65 123.2 122.2 121.6 121.5 122.0 121.6 121.2 120.9 120.7 120.3 1194 116.9 65 65 115.2 12.7 110.6 108.4 106.7 104.5 101.5 95.2 87.9 79.7 69.5 64.2 65
70 13.2 m.8 ma 110.8 m.0 110.8 110.5 1101 109.9 1094 109.2 107.0 70 70 1054 103.1 101.2 99.2 97.6 95.4 93.7 90.0 82.7 73.5 62.7 58.0 70
75 102.9 102.0 101.5 1014 1011 100.9 1004 100.2 99.7 100.2 98.2 75 75 96.6 94.5 92.8 90.8 894 873 85.7 83.7 791 69.8 59.0 54.2 75
80 941 93.3 93.2 92.7 92.5 91.9 91.9 914 92.1 90.4 80 80 88.9 86.9 85.4 83.4 82.1 80.2 78.6 76.9 75.6 67.5 57.6 52.2 80
85 86.7 86.4 86.6 86.2 86.2 84.3 84.8 84.6 84.5 83.3 85 85 82.2 80.2 78.9 76.9 75.8 74.0 72.5 70.7 69.6 63.5 55.9 50.1 85
90 79.7 79.9 79.5 79.3 78.3 78.5 779 77.6 76.8 90 90 76.3 74.5 73.0 71.3 70.2 68.5 67.0 65.3 64.2 61.2 54.1 48.6 90
95 734 73.7 73.2 73.0 72.5 724 n7 71.3 70.6 95 95 70.4 69.2 67.7 66.1 65.0 63.3 61.9 60.3 59.2 57.6 52.2 473 95
100 68.1 67.6 674 67.0 66.7 66.1 65.6 65.0 100 100 64.8 64.1 62.9 61.2 60.3 58.7 57.3 55.8 54.7 53.2 501 46.0 100
105 63.1 62.6 62.4 61.9 61.7 611 60.6 60.0 105 105 59.7 59.1 58.4 56.9 56.0 54.5 531 51.6 50.7 49.2 47.8 44.3 105
10 58.2 58.0 57.5 573 56.6 56.2 55.5 10 110 55.3 54.7 54.2 53.0 521 50.6 494 47.8 47.0 454 443 423 110
15 54.0 53.8 53.3 52.6 52.3 51.5 15 15 51.3 50.7 50.2 49.3 48.6 471 46.0 444 43.5 421 41.0 39.5 15
120 50.5 50.2 49.0 48.7 479 120 120 47.6 47.0 46.5 45.7 45.2 43.8 42.7 41.2 40.3 39.0 B78 36.4 120
125 476 48.4 45.8 453 44.7 125 125 443 43.5 43.0 42.3 419 40.8 39.7 38.2 375 36.0 34.9 33.5 125
130 44.8 45.3 43.5 42.9 424 130 130 41.3 40.8 39.9 39.2 38.8 38.0 37.0 3585 34.8 333 32.3 30.8 130
135 4.4 40.7 40.3 40.0 135 135 38.9 38.5 373 36.6 36.1 35.2 34.5 32.9 32.3 30.8 29.8 284 135
140 38.3 38.0 37.6 140 140 36.8 36.3 34.9 34.3 33.7 32.6 321 30.6 29.9 28.6 27.5 26.2 140
145 36.1 35.5 145 145 34.8 33.9 32.6 321 31.7 301 29.7 28.5 27.8 26.4 254 241 145
150 33.9 33.5 150 150 324 314 30.6 29.9 29.5 28.0 275 26.4 25.8 24.2 233 22.0 150
155 30.9 155 155 30.6 29.7 28.7 28.3 279 25.9 25.5 244 23.7 22.3 214 201 155
160 28.8 160 160 29.0 28.0 270 26.8 26.2 24.0 235 22.6 21.9 20.6 19.7 184 160
165 165 165 273 26.2 254 25.0 243 22.2 21.5 20.8 20.2 18.9 18.0 16.7 165
170 170 170 25.6 24.5 233 22.9 22.2 20.5 19.8 18.9 18.5 17.2 16.3 15.0 170
175 175 175 231 224 21.5 20.0 18.8 18.3 174 17.0 15.7 14.8 13.5 175
180 180 180 211 20.3 19.1 17.2 16.8 15.9 15.6 14.2 13.3 12.0 180
185 185 185 19.0 18.8 15.7 15.3 14.4 14.2 12.9 12.0 10.7 185
190 190 190 17.5 17.3 14.4 14.0 131 12.9 1.6 10.7 9.4 190
195 195 195 16.0 15.9 13.2 12.6 n7 1.5 10.3 9.4 8.1 195
200 200 200 14.3 11.9 14 10.5 10.3 9.2 8.3 7.0 200
205 205 205 10.7 10.2 9.4 9.1 8.0 71 5.9 205
210 210 210 9.7 9.0 84 79 6.8 6.0 4.9 210
215 215 215 8.0 7.2 6.9 5.8 4.9 - 215
220 220 220 7.0 6.1 59 220
Note: 1. The rated load in the load chart is calculated complying with ASME B30.5; Note: 1. The rated load in the load chart is calculated complying with ASME B30.5;
2. The working radius is the horizontal distance from the load center to the swing center; 2. The working radius is the horizontal distance from the load center to the swing center;
3. The actual lifting capacity must subtract the weight of hooks and other riggings from the rated capacity in the load chart. 3. The actual lifting capacity must subtract the weight of hooks and other riggings from the rated capacity in the load chart.
4. The load value is calculated when the object is hung freely,without considering the influence of wind on the load, ground conditions and slope, operation speed and the influence 4. The load value is calculated when the object is hung freely,without considering the influence of wind on the load, ground conditions and slope, operation speed and the influence
of any other negative factors over safe operation. Therefore, the operator bears the responsibility of making a judgement and decreasing the load and lowering speed. of any other negative factors over safe operation. Therefore, the operator bears the responsibility of making a judgement and decreasing the load and lowering speed.
5. All ratings are calculated when the machine is parking on firm and level ground with less than 1% gradient. 5. All ratings are calculated when the machine is parking on firm and level ground with less than 1% gradient.

W Made for America In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification. In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification Made for America [l



27 SCA3000A Lattice Boom Crawler Crane
300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

F] Configuration

JibLength Insert BOO: tﬁ;‘gth Boom to jib
frm Te7C i angle
42.7 (13) - - 95.1ft (29m)~203.4ft (62m) 10°~30°
62.3 (19) 1 - 95.1ft (29m)~203.4ft (62m) 10°~30°
80.4 (24.5) - 1 95.1ft (29m)~203.4ft (62m) 10°~30°
100.1(30.5) 1 1 95.1ft (29m)~203.4ft (62m) 10°~30°
118.1(36) - 2 95.1ft (29m)~203.4ft (62m) 10°~30°
137.8 (42) 1 2 95.1ft (29m)~203.4ft (62m) 10°~30°

B Made for America

42.7ft-137.8ft (13m-42m)

21.3ft (6.5m) Jib top

37.7t (11.5m) Jib insert (x2)

19.7ft (6m) Jib insert (x1)

21.3ft (6.5m) Jib base

95.1t-203.4ft (29m—62m) Boom

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification.

SCA3000A Lattice Boom Crawler Crane 2 8
300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

F) Working Radius
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300 UST (286 mt) Lifting Capacity

29 I SCA3000A Lattice Boom Crawler Crane

Combination of Working Conditions

F] Load Chart

SCA3000A Fixed Jib (without boom tip sheave block)

Fixed jib 42.7 ft
Iiﬂ;{; 95.1ft 105t 114.8ft 124.7ft 134.5ft 144.4ft IE‘;Z’J;I
Boom tojib Boom tojib
Radius angle  10° 30° 10° 30° 10° 30° 10° 30° 10° 30° 10° 30° |angle Radius
30 1415 - - - - - 30
35 138.2 = 139.3 - 140.7 - 140.5 35
40 129.5 - 133.5 - 137.0 - 135.5 138.4 1413 40
45 119.0 = 122.9 = 126.6 - 1251 12811 1316 45
50 110.0 591 113.9 59.7 176 60.6 116.7 60.0 119.8 120.5 50
55 1021 56.6 106.0 572 109.7 58.1 109.4 57.8 110.7 58.3 109.3 59.0 55
60 951 54.1 991 54.9 102.4 55.8 102.1 55.6 100.6 56.4 98.6 57.0 60
65 89.2 51.9 93.0 52.9 94.7 53.8 93.0 536 914 54.4 89.6 551 65
70 84.0 50.0 87.2 511 871 51.9 85.2 51.9 837 52.7 821 534 70
75 79.0 483 80.4 494 79.8 50.3 78.3 50.3 76.9 511 75.3 51.8 75
80 736 46.6 74.0 477 74.7 48.8 74.7 488 70.9 49.7 701 50.3 80
85 67.5 453 713 464 75.3 473 78.8 475 65.4 484 68.2 49.0 85
90 65.2 43.9 68.8 45.0 69.7 4611 73.2 4611 66.1 47.0 66.2 47.8 90
95 631 427 64.6 43.8 66.1 44.9 67.5 44.9 63.3 45.8 64.1 46.7 95
100 611 M6 60.5 427 63.0 43.8 63.2 43.8 60.0 447 612 456 100
105 59.3 406 58.7 417 58.5 42.8 60.9 42.8 60.5 437 56.7 445 105
110 55.2 398 56.0 409 557 a7 56.7 42.0 56.2 42.8 54.8 437 110
115 39.0 527 40.0 53.0 40.8 52.8 a1 524 M9 53.0 42.8 115
120 43.2 39.2 50.0 401 494 403 495 a3 50.7 42.0 120
125 46.7 395 466 397 479 403 472 4.2 125
130 436 38.9 435 39.0 44.8 396 440 405 130
135 384 46 384 M9 391 2.2 398 135
140 379 39.2 38.6 38.6 38.8 140
145 378 3611 372 145
150 35.3 337 34.8 150
155 325 155
160 160
165 165
170 170
175 175
180 180
185 185
190 190
195 195
200 200

B Made for America

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification.

SCA3000A Lattice Boom Crawler Crane 3 O
300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

F] Load Chart

SCA3000A Fixed Jib (without boom tip sheave block)

Fixed jib 42.7 ft
|2?1§tnr11 154.2t 164ft 173.9ft 183.7ft 193.6ft 2034t lg‘:lg[c‘;]
Boom to jib Boom tojib
Radus . n6e 107 30° 10° 30° 10° 30° 10° 30° 10° 30° 10° 30 ansle s
30 30
35 35
40 140.4 140.6 129.2 129.0 40
45 1321 129.8 125.9 123.8 45
50 19.4 116.9 147 2.5 104 108.2 50
55 1072 60.5 1051 60.9 1031 615 1011 619 993 973 55
60 9.8 58.6 95.0 59.0 932 59.7 913 60.1 89.8 60.5 87.9 60.8 60
65 8811 56.6 86.3 573 84.7 58.0 83.0 58.4 815 58.8 79.9 59.3 65
70 80.7 551 79.0 5.8 775 56.3 79.2 56.9 778 573 79.3 578 70
75 76.0 536 74.4 54.2 731 54.8 74.3 55.3 73.0 55.9 75.9 56.3 75
80 73.5 521 71.9 52.8 69.9 534 691 53.9 68.3 54.5 705 5.0 80
85 711 50.8 69.6 515 64.5 521 66.6 52.8 677 53.2 679 53.9 85
90 691 494 66.4 50.3 62.9 50.9 64.5 516 66.5 52.2 67.8 52.7 90
95 65.2 483 63.0 491 60.9 497 624 504 64.6 511 64.8 516 95
100 613 472 59.2 48.0 59.5 486 60.3 493 617 50.0 60.1 50.6 100
105 59.5 461 55.2 470 60.0 476 58.4 483 573 48.9 5.8 49.6 105
110 551 453 5.8 45.9 55.9 46.6 543 475 534 479 519 486 110
115 513 44.4 533 45.0 522 457 50.7 46.5 498 470 483 477 115
120 484 436 496 44.2 48.7 44.9 473 456 464 46.2 44.9 46.5 120
125 46.8 427 461 434 454 443 443 44.9 432 4522 4.9 44.6 125
130 437 4.9 42.9 427 424 434 E 434 404 427 391 a5 130
135 40.8 12 401 a1 395 M2 387 40.7 378 401 36.5 38.8 135
140 381 396 375 38.9 36.8 38.5 362 378 354 375 341 36.2 140
145 356 370 35.0 363 343 35.9 337 35.2 33.0 35.0 317 337 145
150 335 34.6 326 33.9 321 335 313 32.8 30.8 326 295 315 150
155 313 324 30.5 317 30,0 313 291 30.6 28.8 304 275 293 155
160 30.2 28.5 296 28.0 292 271 28.5 26.8 283 255 272 160
165 265 276 261 272 252 265 24.8 263 237 253 165
170 24.7 25.6 24.2 253 233 24.7 231 24.2 22.0 236 170
175 225 235 218 22.8 214 25 205 219 175
180 203 212 19.8 209 19.0 203 180
185 197 184 19.4 175 18.6 185
190 18.0 171 18.0 16.2 171 190
195 16.5 14.8 157 195
200 143 200

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification
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300 UST (286 mt) Lifting Capacity

3‘] I SCA3000A Lattice Boom Crawler Crane

Combination of Working Conditions

F] Load Chart

SCA3000A Fixed Jib (without boom tip sheave block)

Fixed jib 100.7ft
Igﬂ;[:;l 95 1ft 105ft 114.8ft 124.7ft 134.5ft 144 4ft IE‘;Z’J;
Boom tojib Boom tojib
Radius angle  10° 30° 10° 30° 10° 30° 10° 30° 10° 30° 10° 30° |angle Radius
50 726 50
55 67.2 68.9 69.8 67.2 66.6 68.5 55
60 61.0 63.0 64.9 64.6 64.9 66.9 60
65 55.7 576 59.6 60.9 617 637 65
70 51.8 53.2 553 56.7 577 59.8 70
75 47.9 494 514 526 54.0 55.9 75
80 444 30.3 46.2 30.6 479 30.8 489 50.6 524 80
85 a5 29.2 432 294 445 29.9 46.2 475 491 85
90 39.0 28.2 407 284 421 28.8 435 28.3 45.0 28.5 46.2 28.7 90
95 367 272 383 275 39.8 27.8 a3 274 423 277 438 279 95
100 34.6 26.2 36.1 26.6 375 26.8 38.8 26.5 39.9 26.8 4.6 271 100
105 329 254 34.2 25.6 354 26.0 36.7 25.8 379 26.0 395 26.5 105
110 311 24.6 324 24.9 337 253 34.8 25.0 3611 253 377 257 110
15 29.6 237 30.8 24.2 322 24.5 331 241 34.5 24.7 36.0 24.9 15
120 28.2 229 29.3 235 30.7 23.8 316 233 33.0 24.0 343 24.2 120
125 267 225 28.0 229 29.2 234 30.2 225 315 231 32.8 235 125
130 25.6 21.8 26.9 222 2811 227 291 21.8 30.2 224 316 227 130
135 251 212 25.7 217 26.9 221 27.8 211 29.0 217 30.2 22.0 135
140 24.5 20.7 24.9 212 25.8 216 26.6 204 279 20.9 28.9 213 140
145 236 20.2 247 206 247 211 255 19.7 267 202 278 206 145
150 22.8 19.7 239 20.2 237 20.6 247 191 257 19.7 26.8 19.9 150
155 22.0 19.2 232 19.7 22.9 2011 23.8 18.7 24.8 19.0 25.9 19.6 155
160 214 18.8 225 19.2 22.0 19.6 229 18.2 239 18.5 24.8 191 160
165 18.4 27 18.9 212 19.3 221 175 231 18.2 235 18.6 165
170 181 20.9 18.5 20.6 19.0 213 17.2 224 177 222 18.2 170
175 17.8 18.2 19.8 18.7 20.7 171 224 17.3 21.8 17.8 175
180 17.9 18.3 20.0 16.8 217 171 216 174 180
185 1811 193 16.5 20.5 16.9 211 171 185
190 17.9 18.5 16.3 19.3 16.5 20.0 16.8 190
195 16.2 19.0 16.4 18.8 16.6 195
200 16.2 17.7 16.4 200
205 16.3 205
210 16.1 210
215 16.1 215
220 220
225 225
230 230
235 235
240 240
245 245
250 250
255 255

B Made for America
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SCA3000A Lattice Boom Crawler Crane 32
300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

F] Load Chart

SCA3000A Fixed Jib (without boom tip sheave block)

Fixed jib 1001ft
|2?1§tnr11 154.2ft 164ft 173.9%t 183.7ft 193.6ft 203.4ft |3?1§?r11
Boom to jib Boom tojib

Radius angle  10° 30° 10° 30° 10° 30° 10° 30° 10° 30° 10° 300 angle Radis

50 50
55 671 657 55
60 66.1 64.8 633 617 60.1 58.6 60
65 64.9 63.8 62.4 60.9 59.5 58.0 65
70 613 617 616 60.2 58.7 572 70
75 573 58.5 59.4 59.3 58.0 56.6 75
80 53.6 54.9 56.2 576 57.0 55.9 80
85 50.5 52.0 533 54.3 55.7 551 85
90 48.0 297 49.2 29.9 504 301 514 53.0 525 90
95 45.5 28.8 46.4 291 478 294 489 296 50.0 298 49.2 30.0 95
100 431 28.0 44.0 284 454 28.6 46.6 28.8 470 29.0 45.8 292 100
105 40.8 273 42.0 276 432 278 445 28.0 438 28.2 428 284 105
110 39.0 267 401 26.9 e 271 M8 273 4.0 277 40.0 279 110
115 372 26.0 384 262 394 264 393 26.8 38,5 271 375 273 115
120 355 253 367 256 375 25.8 36.8 262 36.0 264 35.0 267 120
125 341 247 35.0 251 35,6 254 345 256 33.8 25.8 32.8 26.2 125
130 325 241 336 2.4 334 2%.8 324 25.0 31.8 252 30.8 255 130
135 312 237 321 239 315 23 30,5 2%.6 29.9 2%.38 28.9 25.0 135
140 301 232 30.5 234 296 238 28.6 241 28.0 2.3 27.0 2.6 140
145 28.9 26 287 238 279 233 26.9 235 263 238 25.5 22 145
150 276 221 271 24 26.3 2.8 254 23.0 2.8 235 251 237 150
155 261 216 25.6 22.0 %38 223 239 27 2.2 23.0 2.6 232 155
160 %5 212 2.0 216 234 21.8 23.0 22 238 25 2.0 27 160
165 231 20.8 25 211 23 215 27 217 233 22 231 24 165
170 218 20.5 212 207 22.0 212 23 214 229 218 24 2.0 170
175 214 20.2 19.9 204 217 20.9 212 211 221 214 23 217 175
180 212 19.9 18.7 201 212 20,5 206 207 216 21.0 214 214 180
185 207 19.5 176 19.7 20,5 20.2 207 204 21.0 207 19.9 211 185
190 19.4 19.2 16.6 19.4 19.9 19.8 205 201 197 20.5 18.6 207 190
195 18.4 18.8 15.6 19.3 19.7 19.5 19.2 19.7 18.5 20.2 173 20.0 195
200 178 18.6 151 19.0 18.9 19.2 18.0 19.5 172 19.7 16.0 19.0 200
205 173 18.4 147 18.7 177 18.9 16.8 19.0 16.0 18.8 14.8 177 205
210 16.8 181 13.8 18.5 16.5 18.5 15.7 17.9 15.0 174 137 16.5 210
215 17.9 12.8 175 15.3 173 14.6 16.7 13.8 16.2 12.6 15.2 215
220 171 16.4 14.3 16.2 13.6 15.5 127 151 6 141 220
225 15.3 15.0 126 14.3 7 13.9 10.6 13.0 225
230 13.8 131 107 127 96 1.8 230
235 12.8 121 9.9 17 8.8 10.8 235
240 12 91 10.7 8.0 9.9 240
245 9.7 7 8.8 245
250 78 250
255 70 255

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification
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300 UST (286 mt) Lifting Capacity

33 I SCA3000A Lattice Boom Crawler Crane

Combination of Working Conditions

F] Load Chart

SCA3000A Fixed Jib (without boom tip sheave block)

Fixed jib 137.8 ft
IE[;ZE 95.1ft 105t 114.8ft 124.7ft 134.5ft 144.4ft Ii?é:;
Boom tojib Boom tojib
Radius anglel  10° 30° 10° 30° 10° 30° 10° 30° 10° 30° 10° 30° |angle Radys
60 38.2 383 377 36.3 60
65 371 373 36.8 355 65
70 361 36.3 35.9 34.6 35.8 344 70
75 35.2 354 35.0 337 35.0 337 75
80 34.0 343 34.2 329 34.2 329 80
85 318 3238 334 321 334 321 85
90 29.8 30.6 315 314 326 314 90
95 28.0 28.8 29.8 3011 318 30.7 95
100 263 273 28.0 28.6 30.8 29.9 100
105 24.8 22.0 256 225 263 227 271 218 291 22.0 28.6 223 105
110 235 212 24.2 207 24.9 219 25.9 211 277 214 274 216 110
115 223 20.5 23.0 20.9 237 211 24.6 20.6 263 20.8 2611 20.9 115
120 214 19.8 222 20.2 226 204 23.3 20.0 25.0 20.2 24.8 203 120
125 212 19.2 219 19.6 216 19.8 221 19.4 236 19.6 235 19.8 125
130 203 18.6 20.9 191 20.6 19.3 211 18.8 227 191 225 19.3 130
135 19.9 18.2 20.0 18.6 20.0 18.8 20.2 18.4 218 18.6 217 18.8 135
140 19.4 177 19.2 18.1 19.4 18.3 19.4 17.9 20.8 18.1 20.7 18.3 140
145 18.6 171 18.4 17.5 18.6 17.8 18.6 173 19.8 176 19.7 17.9 145
150 17.8 16.6 176 171 17.8 173 17.8 16.9 19.2 173 191 17.5 150
155 17.2 16.1 16.9 16.6 17.2 17.0 171 16.5 18.5 16.8 18.4 17.0 155
160 16.4 15.6 16.2 161 16.5 16.5 16.3 161 177 16.3 176 16.6 160
165 15.6 151 154 15.6 15.7 16.0 15.6 15.8 16.9 16.0 16.9 16.2 165
170 151 14.7 14.7 151 151 15.5 151 154 16.3 157 16.3 15.9 170
175 14.5 14.3 141 14.7 14.5 151 14.5 151 15.7 154 15.7 15.6 175
180 13.9 13.9 137 14.4 14.0 14.7 13.9 14.7 15.2 15.0 151 15.2 180
185 134 13.6 13.3 14.0 13,5 14.2 135 14.3 14.7 14.7 14.6 15.0 185
190 12.9 13.0 127 134 131 13.9 12.9 141 141 14.3 141 14.8 190
195 124 127 12.3 131 12.6 134 12.5 13.6 13.6 14.0 137 14.4 195
200 124 1.9 12.8 12.2 131 12.2 13.2 13.2 137 13.3 141 200
205 12.0 125 1.8 12.9 1.7 13.0 127 13.3 127 13.8 205
210 n7 121 1.3 126 1.2 12.8 12.2 13.0 12.2 134 210
215 1.9 12.2 11.0 124 1.8 12.8 12.0 131 215
220 17 12.0 121 1.5 125 1.6 12.9 220
225 1.8 1.8 1.2 122 1.3 127 225
230 17 1.9 10.9 123 230
235 1.3 17 10.5 12.0 235
240 1.6 1.8 240
245 1.6 245
250 250
255 255
260 260
265 265
270 270
275 275
280 280
285 285

B Made for America
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SCA3000A Lattice Boom Crawler Crane 34
300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

F] Load Chart

SCA3000A Fixed Jib (without boom tip sheave block)

Fixed jib 137.8 ft
IBE‘;‘;;';\ 154.2ft 164ft 173.9ft 183 7ft 193.6ft 203.4ft |?=_?1§?r11
Boom to jib| Boom to jib
Radus 2N 10° 30° 10° 30° 10° 30° 10° 30° 10° 30° 10° 30" [oneE s
60 60
65 65
70 35.2 35.0 347 36.6 70
75 346 344 341 36.0 334 331 75
80 33.9 337 334 353 329 326 80
85 331 . 329 327 347 322 321 85
90 325 323 321 341 31.8 315 90
95 31.8 317 316 336 313 311 95
100 31.0 31 311 33.0 30.8 306 100
105 29.8 229 304 304 323 304 301 105
10 281 22 29.0 296 318 29.8 296 10
115 26.9 277 2738 219 283 220 30.9 221 29.2 223 291 223 115
120 25.8 212 265 213 27.0 214 29.7 216 284 218 28.6 218 120
125 %5 207 252 207 26.0 209 283 212 272 214 2738 214 125
130 234 20,0 241 202 2.8 204 271 206 261 20.8 266 20.8 130
135 24 19.5 231 197 23.8 19.9 26.0 201 251 204 256 205 135
140 214 19.0 221 19.3 22.9 19.5 25.0 19.6 241 19.9 2.6 201 140
145 206 18.6 212 18.9 221 191 241 192 23.0 19.4 235 19.6 145
150 19.8 18.2 204 18.4 212 18.6 233 18.8 22 191 2.8 193 150
155 191 178 19.6 181 204 18.3 24 18.5 214 18.7 220 18.8 155
160 18.3 174 18.9 176 195 17.8 215 18.0 207 18.3 21.0 18.3 160
165 176 16.9 18.3 171 18.7 173 20.6 175 20.2 178 201 18.0 165
170 171 16.5 1756 16.8 181 17.0 19.9 172 205 174 18.8 176 170
175 16.5 16.2 17.0 16.5 176 167 19.3 16.9 19.6 171 177 173 175
180 15.9 15.9 16.4 161 17.0 16.3 18.7 16.6 18.5 16.8 16.6 17.0 180
185 153 156 15.9 15.9 164 161 179 16.3 173 16.5 15.4 167 185
190 14.9 15.2 154 15.7 15.9 15.9 17.0 161 16.3 16.3 14.5 16.5 190
195 143 151 14.8 15.2 15.4 15.5 16.0 15.8 153 16.0 135 162 195
200 13.9 147 144 14.8 14.8 15.2 15.0 15.5 14.4 157 127 15.9 200
205 135 14.2 14.0 14.5 141 14.9 14.0 152 135 153 18 15.6 205
210 131 13.9 136 141 132 14.6 132 15.0 125 15.0 10.9 15.2 210
215 126 137 12.9 13.9 124 14.2 123 147 7 147 101 15.0 215
220 121 134 1222 136 17 13.9 14 14.2 10.9 144 94 14.8 220
225 7 131 14 133 10.9 136 107 13.8 101 14.2 8.6 14.5 225
230 12 12.8 107 132 10.3 132 10.0 137 9.3 13.9 79 14.0 230
235 10.5 126 10.0 12.9 9.5 13.0 9.2 133 8.6 137 72 13.0 235
240 9.9 123 9.3 127 8.8 12.9 8.5 13.0 8.0 12.9 6.6 121 240
245 12.0 8.6 124 81 126 78 124 73 1.9 6.0 1.0 245
250 n7 12.0 75 122 7 16 6.6 10.9 54 10,0 250
255 7 16 7.0 12 6.6 10.6 5.9 101 47 9.2 255
260 10.8 103 5.9 97 54 91 42 8.2 260
265 10.0 9.5 8.9 48 8.2 37 73 265
270 8.6 8.0 43 73 32 64 270
275 78 72 38 6.5 27 56 275
280 64 5.8 49 280
285 5.0 41 285

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification
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35'

SCA3000A Lattice Boom Crawler Crane
300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

L) Configuration

L] Configuration

Insert
b Ie(:f)th " san | tezme | an Boom Length ft (m) i?,;:
(3m) (6m) (12m)

68.9 (21) 1 1 - 85.3ft (26m)~203.4ft (62m) 65°~88°
78.7 (24) - 2 - 85.3ft (26m)~203.4ft (62m) 65°~88°
88.6(27) 1 2 - 85.3ft (26m)~203.4ft (62m) 65°~88°
98.4 (30) - 1 1 85.3ft (26m)~203.4ft (62m) 65°-88°
108.3 (33) 1 1 1 85.3ft (26m)~203.4ft (62m) 65°~88°
118.1(36) - 2 1 85.3t (26m)~203.4ft (62m) = 65°~88°
128 (39) 1 2 1 85.3ft (26m)~203.4ft (62m)  65°~88°
137.8 (42) - 1 2 85.3ft (26m)~203.4ft (62m) = 65°~88°
147.6 (45) 1 1 2 85.3ft (26m)~203.4ft (62m)  65°~88°
157.5 (48) - 2 2 85.3ft (26m)~203.4ft (62m) = 65°~88°
167.3 (51) 1 2 2 85.3ft (26m)~203.4ft (62m)  65°~88°
177.2 (54) - 1 3 85.3ft (26m)~203.4ft (62m) = 65°~88°
187 (57) 1 1 3 85.3ft (26m)~203.4ft (62m)  65°~88°
196.9 (60) - 2 3 85.3ft (26m)~203.4ft (62m) 65°~88°
206.7 (63) 1 2 3 85.3ft (26m)~203.4ft (62m)  65°~88°

B Made for America
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Luffing jib combination

SCA3000A Lattice Boom Crawler Crane
300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

I36

Boom angle: 88°

L) Working Radius
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300 UST (286 mt) Lifting Capacity

37 I SCA3000A Lattice Boom Crawler Crane

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2Klb
Boom length (ft) 85.3 Boom length (ft)
Jib length (ft) 68.9 78.7 Jib length (ft)
Radius(ft) A?é?:(-l") 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) Aa‘;‘l’e";)
33 198.2 33
35 196.6 193.3 35
40 190.9 196.9 184.8 40
45 172.9 187.5 166.2 45
50 156 169.5 150.2 166.8 50
55 141.3 151.6 151.8 135.9 150.2 55
60 127.8 136.2 138.7 123.6 136.0 136.3 60
65 1.5 122.3 127.8 114.0 123.3 125.5 65
70 92.6 1071 118.2 14.4 103.5 113.5 116.6 70
75 89.6 108.9 105.5 91.3 103.2 108.1 104.5 75
80 100.2 971 94.2 91.7 100.0 96.8 80
85 92.9 90 871 78.8 92.7 89.8 85
90 83.9 81.3 86.5 83.7 80.9 90
95 76 73.5 80.8 78.2 75.7 95
100 69 73.2 71 68.6 100
105 64.8 68.7 66.6 64.4 105
10 62.8 60.8 110
115 574 15
120 120
125 125
130 130
135 135

B Made for America
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SCA3000A Lattice Boom Crawler Crane 3 8
300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2KIb
Boom length (ft) 85.3 Boom length (ft)
Jib length (ft) 88.6 98.4 Jib length (ft)
Radius(ft) Ai‘;‘l’:zu) 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) Ai;?:?")
33 33
35 35
40 182.7 172.9 40
45 165.2 163.6 45
50 149.5 164.8 148.4 50
55 135.3 149.2 134.4 147.5 55
60 123.0 1354 133.8 123.0 135.0 60
65 134 123.5 123.3 112.6 1231 65
70 104.9 13.7 114.5 104.9 13.2 111.8 70
75 96.8 105.3 106.7 97.7 104.9 104.2 75
80 88.2 97.9 994 94.9 90.9 97.8 974 93.3 80
85 772 904 92.3 88.2 84.8 91.1 911 87.5 85
90 65.5 78.9 86.1 82.3 74.7 85.2 85.1 81.7 90
95 66.7 80.5 76.9 744 64.8 774 79.5 76.4 95
100 754 72.0 69.7 67.8 74.5 71.6 68.7 100
105 70.7 67.7 65.5 63.8 57.0 70.0 67.2 64.6 105
110 63.9 617 60.3 66.1 634 60.9 10
115 58.4 57 60.0 576 56.1 15
120 53.9 56.8 54.6 531 120
125 51.8 50.4 125
130 49.2 479 130
135 45.6 135

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification.
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300 UST (286 mt) Lifting Capacity

39 I SCA3000A Lattice Boom Crawler Crane

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2Klb
Boom length (ft) 85.3 Boom length (ft)
Jib length (ft) 108.3 1181 Jib length (ft)
Radius(ft) Aif;ﬁ’é‘(l) 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) Ai‘é‘l’g‘(‘,,)
50 147.2 144.8 50
55 1331 145.0 132.7 55
60 121.2 132.8 1211 130.6 60
65 112.0 122.5 m.3 120.5 65
70 103.9 12.8 1034 112.0 70
75 96.7 1041 103.3 96.3 103.8 100.7 75
80 90.5 96.6 96.7 89.8 96.1 94.2 80
85 84.9 90.5 90.8 84.0 89.8 884 85
90 76.6 85.0 85.1 79.5 79.3 84.5 834 90
95 68.2 78.2 79.8 74.5 72.9 79.4 784 73.9 95
100 60.0 704 74.8 69.9 674 65.7 74.2 73.6 69.5 100
105 521 62.3 70.3 65.7 63.3 59.0 68.1 69.2 65.3 62.9 105
110 44.0 53.8 66.4 61.9 59.6 51.4 60.8 65.3 61.6 59.2 110
115 611 58.5 56.4 44.6 53.2 61.7 58.2 56.0 15
120 54.0 55.4 535 52.5 45.9 58.4 55.1 531 120
125 52.6 50.7 50.0 554 52.2 50.3 48.3 125
130 49.9 48.2 475 52.6 49.6 47.8 46.0 130
135 45.9 451 473 45.5 437 135
140 42.9 434 41.6 140
145 41.5 39.7 145
150 39.5 38.0 150
155 36.3 155
160 160
165 165
170 170
175 175

B Made for America
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SCA3000A Lattice Boom Crawler Crane

300 UST (286 mt) Lifting Capacity I

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2KIb
Boom length (ft) 85.3 Boom length (ft)
Jib length (ft) 128 137.8 Jib length (ft)
Radius(ft) Ai‘;f;&) 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) Ai;?:?")
50 1371 50
55 1311 18.7 55
60 120.2 128.4 116.3 60
65 101 118.6 107.6 65
70 101.9 110.3 99.8 108.7 70
75 94.7 102.9 92.7 101.4 75
80 88.4 96.2 92.6 86.5 94.7 89.3 80
85 83.0 90.0 86.9 80.9 88.8 83.8 85
90 784 84.3 82.0 76.6 83.5 79.2 90
95 73.9 79.0 775 72.8 72.3 78.6 74.8 95
100 69.0 74.5 73.2 68.7 68.2 74.3 70.8 674 100
105 63.3 70.6 68.8 64.7 64.5 70.6 671 63.8 105
110 57.0 65.4 64.9 61.0 5849 66.7 63.1 60.2 110
15 514 59.5 61.3 577 55.4 54.6 62.6 59.6 56.8 15
120 454 52.8 58.0 54.7 52.5 494 57.8 56.4 53.6 51.6 120
125 38.2 45.6 55.0 51.8 49.7 477 444 52.2 53.6 50.9 49.0 125
130 32.6 39.6 52.2 49.2 47.2 454 375 474 50.9 48.5 46.5 130
135 49.8 46.9 45.0 43.2 32.5 40.8 48.5 46.1 44.2 424 135
140 475 44.7 42.9 41.2 34.5 44.8 43.9 421 404 140
145 42.7 40.9 39.3 39.2 42.0 40.2 38.5 145
150 40.7 39.0 374 33.7 40.0 384 36.8 150
155 373 35.7 38.3 36.7 351 155
160 34.2 35.1 33.6 160
165 321 165
170 30.8 170
175 29.5 175

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification.
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300 UST (286 mt) Lifting Capacity

41 I SCA3000A Lattice Boom Crawler Crane

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2Klb
Boom length (ft) 85.3 Boom length (ft)
Jib length (ft) 147.6 157.5 Jib length (ft)
Radius(ft) AEZTQ?") 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) Ai‘;‘l’g‘(l)
55 105.9 55
60 105.0 94.0 60
65 103.9 93.0 65
70 98.7 101.8 921 91.5 70
75 92.6 97.6 89.6 90.6 75
80 86.5 914 85.5 88.8 80
85 81.1 85.8 79.9 844 85
90 76.0 81.0 77.8 75.5 79.8 90
95 71.6 76.5 734 71.3 75.4 723 95
100 67.8 724 69.5 67.3 4 68.5 100
105 641 68.7 66.1 63.3 63.5 67.7 64.9 105
110 60.9 64.9 62.6 60.1 60.6 64.3 61.8 10
115 57.0 614 59.2 56.9 57.7 61.1 58.7 56.2 115
120 52.7 58.2 56.0 53.9 54.7 579 55.6 534 120
125 481 55.1 539 51.0 50.5 51.3 54.8 52.8 50.6 48.5 125
130 43.9 49.9 50.5 484 48.0 46.5 521 50.1 48.0 46.0 130
135 379 45.5 48.0 46.1 45.7 42.8 48.4 47.6 45.7 437 135
140 324 40.2 45.7 43.9 43.5 40.3 39.3 44.5 453 43.5 41.6 140
145 281 334 433 41.9 414 38.5 353 40.3 43.3 41.5 39.7 379 145
150 23.6 29.0 391 40.0 39.5 36.6 28.3 33.5 4.4 39.6 37.8 36.2 150
155 341 38.2 37.8 35.1 23.9 29.0 39.6 379 36.1 34.5 155
160 36.5 36.1 33.5 24.8 379 36.3 34.5 33.0 160
165 35.0 34.6 32.0 36.2 34.6 33.0 31.6 165
170 33.5 33.2 30.8 34.7 333 31.7 304 170
175 31.8 29.5 31.9 30.5 291 175
180 28.3 29.3 279 180
185 26.7 185
190 25.7 190
195 195
200 200
205 205
210 210

SCA3000A Lattice Boom Crawler Crane 42
300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

SCA3000A Luffing Jib (without boom tip sheave block) (3-2/20)

L) Load Chart

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2KIb
Boom length (ft) 85.3 Boom length (ft)
Jib length (ft) 167.3 177.2 Jib length (ft)
Radius(ft) Ai;?:?“) 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) A?‘IZ?QE")
55 55
60 84.5 701 60
65 83.6 69.5 65
70 82.7 68.8 70
75 81.8 814 68.1 67.7 75
80 80.8 80.6 67.3 66.9 80
85 79.5 79.7 66.5 66.3 85
90 75.0 77.6 65.9 65.6 90
95 70.8 74.2 71.2 65.2 64.9 95
100 66.9 70.3 674 64.2 64.4 62.7 100
105 63.3 66.7 63.9 62.5 63.9 62.1 105
10 60.2 63.3 60.7 59.1 62.1 59.6 110
15 573 60.3 57.8 55.4 55.0 5885 57.0 15
120 54.6 574 55.1 52.8 50.8 56.5 54.4 521 120
125 52.0 54.4 52.2 50.0 47.0 53.3 51.8 49.7 125
130 48.9 51.7 49.6 474 434 49.0 49.2 472 130
135 451 49.2 47.2 451 43.2 401 45.3 46.9 44.9 135
140 4.4 46.5 44.9 43.0 41.2 370 41.8 44.7 42.8 40.8 140
145 381 434 42.9 411 39.1 34.2 38.5 42.7 40.7 38.9 145
150 34.9 39.8 40.9 391 374 31.7 35.6 40.7 38.8 37.0 150
155 28.8 36.2 39.1 373 35.7 341 29.1 32.9 38.8 371 35.3 155
160 23.7 31.0 375 35.7 341 32.5 26.7 304 36.7 35.5 33.7 32.2 160
165 24.7 35.0 34.2 32.6 31.0 23.7 281 34.4 33.8 32.2 30.8 165
170 21.2 29.5 32.7 314 29.8 16.9 25.7 31.6 32.5 31.0 29.5 170
175 25.3 314 30.0 28.5 13.2 19.3 29.2 31.2 29.7 28.2 175
180 30.1 28.7 273 14.5 241 29.9 28.5 27.0 180
185 28.9 27.5 26.1 18.0 27.5 273 25.9 185
190 277 26.5 251 15.3 21.6 26.3 24.9 190
195 254 241 18.5 25.2 23.8 195
200 23.2 241 22.8 200
205 21.9 205
210 21.0 210
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300 UST (286 mt) Lifting Capacity

43 I SCA3000A Lattice Boom Crawler Crane

Combination of Working Conditions

SCA3000A Lattice Boom Crawler Crane I 44

300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2Klb
Boom length (ft) 85.3 Boom length (ft)
Jib length (ft) 187 196.9 206.7 Jib length (ft)
Radius(ft) AEZTQ?") 88 | 85 | 80 | 75 | 70 65 | 88 85 80 | 75 70 | 65 | 88 | 85 | 80 | 75 | 70 | 65 | Radius(ft) AEZ?&T‘)
70 67.6 614 70
75 66.9 60.7 55.5 75
80 66.1 | 65.7 59.9 | 59.7 54.8 80
85 65.2 | 64.9 59.3 | 58.9 54.2 85
90 64.4 | 64.2 58.7 | 58.5 53.5 | 53.3 90
95 63.8 | 634 58.0 | 57.8 52.8 | 52.6 95
100 63.2 | 62.8 | 61.6 573 | 571 52.2 | 52.0 100
105 62.3 | 62.3 | 611 56.5 | 56.5 | 55.6 514 | 514 105
10 59.4 | 60.9 | 58.6 56.0 | 55.8 | 54.8 50.8 | 50.8 110
115 56.6 | 58.5 | 56.0 55.0 | 55.2 | 54.0 50.2 | 50.2 | 494 115
120 54.0 | 55.8 | 53.4 53.2 | 54.2 | 52.5 49.6 | 49.6 | 48.8 120
125 51.3 | 53.3 | 50.9 | 48.7 50.7 | 52.5 | 501 | 47.7 48.9 | 49.0 | 481 125
130 48.8 | 51.0 | 48.7 | 46.4 48.5 | 50.2 | 47.8 | 45.5 479 | 48.3 | 46.6 130
135 46.5 | 48.6 | 46.4 | 44.2 464 | 48.0 | 45.7 | 43.6 46.0 | 46.8 | 44.8 | 42.7 135
140 444 | 46.2 | 440 | 42.2 444 | 458 | 43.7 | 41.6 44.0 | 45.0 | 42.9 | 40.9 140
145 423 |44.0| 421 | 40.3 | 383 425|436 | 41.7 | 39.7 42.3 | 43.3 | 411 | 391 145
150 391 | 42.0|40.2| 383 | 364 40.6 | 41.6 | 39.7 | 37.8 40.3 | 413 | 39.2 | 374 150
155 36.1 | 40.2 | 384 | 36.5 | 347 379 1 39.8 | 37.9 | 361 | 343 38.8 1394 | 374 | 35.6 155
160 334 | 378 | 36.7 | 349 | 33.2 35.0 | 381 |36.3 | 345|327 36.6 | 377 | 35.7 | 33.9 | 32.2 160
165 30.0| 34.8 | 35.0| 334 | 31.8 |30.3|32.2|36.2|34.633.0] 31.2 33.8|36.0 | 34.2| 324|308 165
170 23.2 | 32.2 | 33.5| 31.9 | 30.6 | 29.0 | 29.9 | 33.8 | 33.1 | 31.5 | 30.0 31.5 | 343|327 | 31.2 | 29.6 170
175 19.9 | 25.6 | 321 | 30.7 | 29.2 | 27.7 | 276 | 31.4 | 31.8 | 30.3 | 28.7 | 271 | 29.3 | 32.6 | 314 | 29.8 | 28.2 175
180 171 | 20.8 | 30.9 | 29.5 | 279 | 26.5 | 22.5 | 26.2 | 30.5 | 291 | 275 | 26.0 | 271 | 30.6 | 301 | 28.5 | 27.0 | 25.5 180
185 18.0 | 29.7 | 28.3 | 26.7 | 25.3 | 16.5 | 20.0 | 29.3 | 279 | 26.3 | 249 | 23.5 | 28.2 | 28.9| 273 | 259 | 24.3 185
190 151 | 28.5| 271 | 25.7 | 243 | 14.0 | 176 | 281 | 26.7 | 25.3 | 23.9 | 16.3 | 26.1 | 27.7 | 26.3 | 24.7 | 23.3 190
195 274 | 26.0 | 246|233 | 11.6 | 15.0 | 21.8 | 25.6 | 24.2 | 22.9 | 13.7 | 18.8 | 26.6 | 25.2 | 23.7 | 22.3 195
200 26.3 | 249 | 23.6 | 224 18.0 | 24.6 | 23.2 | 22.0 | 114 | 14.6 | 21.7 | 241 | 22.7 | 214 200
205 239|227 | 215 15.6 | 23.7 | 22.3 | 211 12.3 | 16.5 | 231 | 21.8 | 20.5 205
210 23.0 | 21.8 | 20.6 12.7 | 22.6 | 214 | 20.2 9.9 | 153 | 22.2| 21.0 | 19.6 210
215 20.9 | 19.8 217 | 205|194 12.7 | 21.3 | 201 | 18.9 215
220 19.0 19.7 | 18.7 20.5| 19.3 | 18.2 220
225 18.0 19.7 | 18,5 | 174 225
230 17.9 | 16.7 230
235 171 | 16.0 235
240 15.3 240

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2KIb
Boom length (ft) 114.8 Boom length (ft)
Jib length (ft) 68.9 78.7 Jib length (ft)
Radius(ft) Aa(;?:(l) 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) Ai‘;?gze)
33 198.1 33
35 196.6 35
40 191.7 181.9 40
45 178.1 173.9 45
50 162.4 157.6 159.5 154.9 50
55 14811 143.6 145.4 141.2 55
60 135.4 131.7 125.4 133.5 129.6 60
65 122.9 121.6 115.7 123.4 19.7 65
70 97.6 113.3 107.6 114.9 ma 105.8 70
75 105.9 100.4 95.4 102.5 1041 98.7 75
80 93.9 89.3 86.8 97.5 92.5 879 80
85 88.2 83.8 7 91.8 87 824 85
90 82.3 78.4 85.7 81.8 779 90
95 73.3 70 76.7 731 69.6 95
100 65.6 68.5 65.2 100
105 61.7 58.7 64.5 61.3 105
110 58 55.4 60.7 57.8 110
115 524 54.6 52 115
120 49.2 120
125 46.7 125
130 443 130
135 135
140 140
145 145
150 150
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300 UST (286 mt) Lifting Capacity

45 I SCA3000A Lattice Boom Crawler Crane

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2Klb
Boom length (ft) 14.8 Boom length (ft)
Jib length (ft) 88.6 98.4 Jib length (ft)
Radius(ft) Aif;‘l’:(l) 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) Ai‘;‘l’e”(l)
33 33
35 35
40 180.9 170.2 40
45 170.9 164.9 45
50 156.5 153.2 50
55 142.8 138.6 140.7 136.5 55
60 1311 127.2 129.2 125.3 60
65 121.2 175 119.5 115.8 65
70 12.9 1094 103.9 m.2 107.8 70
75 105.5 102.2 97 104 100.7 95.6 75
80 98.1 95.7 90.9 97.5 944 89.5 80
85 89.4 90 85.4 91.8 88.8 84.2 85
90 75 85 80.8 76.5 86.8 83.9 79.6 90
95 79.9 76 72.2 76.2 79.3 75.2 7.4 95
100 71.5 68.1 64.6 74.8 711 67.5 100
105 67.3 63.9 60.7 704 671 63.7 60.5 105
10 63.3 60.4 574 66.3 63.3 60.2 57 110
115 57 54.3 59.8 56.9 54 115
120 514 48.6 53.9 51.2 120
125 48.7 46.1 51 48.5 45.9 125
130 46.2 43.8 48.4 46 43.6 130
135 4.7 43.8 41.5 135
140 39.5 140
145 37.7 145
150 36 150

B Made for America

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification.

SCA3000A Lattice Boom Crawler Crane 46
300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2KIb
Boom length (ft) 114.8 Boom length (ft)
Jib length (ft) 108.3 181 Jib length (ft)
Radius(ft) Aac;?:z“) 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) Ai"g‘l’g(l)
50 148.2 137 50
55 138.3 132.8 55
60 1271 1231 124.9 121.2 60
65 17.5 113.8 15.6 112 65
70 1094 106 107.8 104.3 70
75 102.2 98.9 93.9 100.6 97.4 75
80 95.7 92.6 87.9 94.2 91.3 86.5 80
85 90 87.2 82.6 88.6 85.8 81.3 85
90 85.1 824 781 83.7 81.2 76.9 90
95 79 78 73.8 69.9 79.4 76.8 72.6 95
100 70.6 73.9 69.9 66.2 75 72.8 68.8 65 100
105 59.5 70 66.5 62.9 70.2 69.2 65.5 61.7 105
110 50.5 66.1 62.8 59.5 59.6 65.6 62.3 58.8 110
115 62.5 594 56.3 534 51.2 62.1 59 55.8 15
120 56.2 534 50.6 58.8 55.8 55 50 120
125 534 50.6 479 45.3 55.8 53 50.2 47.5 125
130 50.7 48 454 43 531 50.4 476 45 130
135 45.7 43.2 40.9 48 454 42.8 404 135
140 41.2 38.9 433 40.9 38.5 140
145 39.3 371 4.3 391 36.7 145
150 37.6 354 394 37.2 35 150
155 33.9 35.5 33.5 155
160 32 160
165 30.7 165
170 294 170
175 175
180 180

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification.
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300 UST (286 mt) Lifting Capacity

47 I SCA3000A Lattice Boom Crawler Crane

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2Klb
Boom length (ft) 14.8 Boom length (ft)
Jib length (ft) 128 137.8 Jib length (ft)
Radius(ft) AEZ(I):?") 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) Ai‘;‘l’é‘(‘,,)
50 50
55 121.2 108.5 55
60 19.5 118.5 107.8 60
65 13.2 1101 107 65
70 105.9 102.6 1031 100.8 70
75 99 95.8 97.6 94.5 75
80 92.8 89.7 91.5 88.5 80
85 87.2 84.4 86 83.2 85
90 82.6 79.8 75.5 814 78.7 74.5 90
95 781 754 4 77 744 70.4 95
100 74 71.5 67.6 73 70.5 66.6 100
105 70.4 68.1 64.1 60.5 69.4 671 63.3 59.7 105
110 66.9 64.9 61 57.6 66.1 63.9 60.2 56.9 110
15 61.3 61.6 58.2 55 63 60.9 574 54.2 115
120 53.6 584 554 524 558 58 54.8 51.7 120
125 44.2 55.2 52.6 49.7 46.9 54.2 55.2 52.2 49.3 46.3 125
130 375 47.8 50 47.2 444 44.9 52.5 49.6 46.8 44.2 130
135 14 47.6 44.9 42.2 38.3 50 473 44.6 421 135
140 45.3 42.8 40.3 379 47.6 451 42.6 40 140
145 43.3 40.9 38.5 36.1 45.3 431 40.7 381 35.7 145
150 41.3 39 36.6 34.4 431 4.1 38.8 36.4 34.2 150
155 373 351 32.9 39.3 371 34.9 32.7 155
160 3315 31.4 3515 333 31.2 160
165 32 30.2 33.8 31.8 29.9 165
170 30.8 28.9 325 30.6 28.6 170
175 277 29.3 275 175
180 26.3 180

B Made for America

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification.

SCA3000A Lattice Boom Crawler Crane 48
300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2KIb
Boom length (ft) 114.8 Boom length (ft)
Jib length (ft) 147.6 157.5 Jib length (ft)
Radius(ft) Aa(;?:(l) 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) Aa(;?:(l)
55 97.6 55
60 96.8 87.2 60
65 95.9 86.4 65
70 95.1 94.7 85.6 70
75 934 91.9 84.9 84.5 75
80 90.1 871 841 83.2 80
85 84.6 81.8 83.2 80.6 85
90 801 773 78.9 76.3 90
95 75.8 731 69.1 74.6 721 68 95
100 71.9 69.3 65.4 70.7 68.3 64.4 100
105 68.3 65.9 62.1 67.3 64.9 611 105
10 65.1 62.7 59 64.1 61.7 58 10
115 62.1 59.8 56.4 58] 61.1 58.8 55.4 15
120 59.3 57.2 53.9 50.5 58.4 56.2 52.9 49.5 120
125 56.5 54.6 51.5 48.3 55.8 5345 50.5 473 125
130 52.9 52 49.2 46.1 53.2 51.6 48.3 453 130
135 454 49.6 46.9 44 414 50.8 49.2 46.3 43.5 135
140 384 47.2 447 42 394 475 46.9 443 41.6 38.9 140
145 33.5 45 42.7 40.1 375 42.8 44.8 423 39.7 371 145
150 28.5 43 40.7 38.2 35.8 341 42.8 40.3 37.8 354 150
155 41.2 38.9 36.5 34.3 32 29 36.8 38.5 36.1 33.9 155
160 373 34.9 32.7 30.6 31.2 36.9 34.5 324 301 160
165 334 213} 29.3 35.2 B3 30.9 28.8 165
170 321 30.1 28 33.7 31.7 29.6 27.5 170
175 30.8 28.8 26.9 323 304 28.3 26.3 175
180 27.6 25.8 291 27.2 25.2 180
185 24.7 26.1 24.2 185
190 23.7 251 233 190
195 22.7 24 22.3 195
200 214 200
205 205
210 210
215 215
220 220

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification
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300 UST (286 mt) Lifting Capacity

49 I SCA3000A Lattice Boom Crawler Crane

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2Klb
Boom length (ft) 14.8 Boom length (ft)
Jib length (ft) 167.3 177.2 Jib length (ft)
Radius(ft) AEZ(I):?") 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) Ai‘;‘l’é‘(l)
55 55
60 78.9 60
65 783 65
70 775 64.6 70
75 76.8 76.4 64 75
80 76 75.6 63.3 63.1 80
85 75.2 74.8 62.7 62.5 85
90 74.5 73.7 621 61.9 90
95 72.5 70.9 61.7 61.5 95
100 69.5 67.2 63.2 614 61.1 100
105 66.1 63.7 59.9 60.9 60.5 58.3 105
110 62.9 60.6 571 60.3 59.3 56.1 10
115 60 57.8 54.4 58.6 57 53.6 115
120 574 55.3 51.9 48.5 56.4 54.5 511 120
125 54.9 52.9 49.5 46.3 541 521 48.7 45.5 125
130 52.6 50.6 473 44.3 51.8 49.8 46.5 43.6 130
135 50.3 48.4 453 42.5 48.7 477 447 41.7 135
140 48 46.3 434 40.7 45.2 45.8 42.9 40 140
145 45.6 444 4.7 38.9 36.3 41.5 44 411 38.3 145
150 42.5 42.3 39.8 37.2 34.8 381 42 394 36.8 150
155 34.3 404 38 35.5 333 35.1 40.2 377 35.3 32.8 155
160 281 38.7 36.3 33.9 31.8 324 37.8 36.1 33.7 314 160
165 25 37 34.8 324 304 28.2 29.7 34.8 344 32.2 30.1 165
170 20.9 35.5 333 31.2 291 26.9 27.3 32 331 31 28.8 170
175 341 31.9 29.9 279 25.9 223 294 31.8 29.6 275 25.5 175
180 30.7 28.7 26.7 24.8 251 30.5 284 26.4 244 180
185 27.5 255 237 293 27.3 25.3 233 185
190 26.5 24.5 22.7 281 26.1 24.3 22.3 190
195 254 23.5 21.7 27 251 23.2 21.3 195
200 22.6 20.8 241 22.2 20.5 200
205 20 214 19.7 205
210 19.2 20.6 18.8 210
215 18.5 19.7 181 215
220 17.5 220
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SCA3000A Lattice Boom Crawler Crane 50
300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2KIb
Boom length (ft) 14.8 Boom length (ft)
Jib length (ft) 187 196.9 206.7 Jib length (ft)
Radius(ft) AE‘;T&L) 88 | 85 80 | 75 | 70 | 65 | 88 | 85 80 | 75 70 | 65 | 88 | 85 | 80 | 75 | 70 | 65 | Radius(ft) A?]"g?g?c)
70 63.8 58.2 70
75 63.2 57.5 52.9 75
80 62.5 | 62.1 56.8 52.2 80
85 617 | 61.5 56.5 51.6 85
90 61.3 | 60.8 56 | 55.8 51 | 50.8 90
95 60.7 | 60.3 554 | 55.2 50.4 | 50.2 95
100 60.1 | 59.9 54.8 | 54.6 49.8 | 49.7 100
105 59.5 | 59.3 | 57.7 542 | 54 49.2 | 49.2 105
110 58.9|58.2 | 55 53.6 | 534 48.7 | 48.6 10
115 575 | 56 | 52.5 53 |52.8 |50.8 482 | 48 | 46.9 115
120 55.5 | 53.5 | 50.1 524 | 51.8 | 491 476 | 474 | 46.4 120
125 531 | 511 | 477 51.9 | 50.1 | 46.9 472 | 47 | 459 125
130 50.8 | 48.8 | 45.7 49.9 | 479 | 447 46.7 | 46.5 | 43.8 130
135 48.6 | 46.7 | 43.8 | 40.7 478 | 45.9 | 42.9 46.1 | 44.9 | 419 135
140 46.6 | 448 | 419 | 39 458 | 44 | 411 | 38.2 45 43 | 40.2| 372 140
145 44.8 | 431 | 404 | 373 44 1423|393 | 36.5 433 | 41.3 | 38.5| 357 145
150 43 | 414 | 38.6 | 35.8 424 |40.6 | 37.8 | 35 414 | 39.8 | 36.8 | 34.2 150
155 412 | 39.7 | 371 | 344 | 319 40.7 | 391 | 36.3 | 33.6 39.9 |38.3| 354|328 155
160 39.5| 381|355 33 |30.6 39.1 | 375 | 348|323 | 30 383367 | 34 | 314 160
165 375|364 | 34 | 316 | 294 374 | 36 | 334 | 311 | 28.8 36.8 | 35.3 | 32.7 | 30.2 | 27.8 165
170 345|349 | 325|304 | 281 35.7 | 345 | 321 | 29.9 | 275 353 | 34 | 314 | 289 | 26.7 170
175 254 1334 | 31.3 | 291 | 26.9 33.9 | 331 |30.9|28.7 | 26.5 33.9 | 32.6 | 30.3 | 279 | 25.7 175
180 201 | 277 | 30 | 279 | 25.8 | 23.8 | 26.7 | 31.8 | 29.6 | 27.5 | 254 32.5| 313 | 291 | 26.8 | 24.6 180
185 18.2 | 209 | 28.7 | 26.7 | 24.7 | 22.7 | 18 |30.5|28.3 |26.3 | 243|222 |284 | 301|279 | 257 | 236 185
190 151 | 19.7 | 27.7 | 25.7 | 23.7 | 21.7 | 17 | 29.3 | 273 | 25.3 | 23.3 | 21.3 | 16.6 | 28.9 | 26.7 | 24.7 | 22.7 190
195 26.6 | 24.6 | 227 | 209 | 15 28 | 26.2|24.2 222|203 |149 | 276 | 256 | 23.6 | 21.7 | 19.7 195
200 25,5236 | 21.8 | 20 26.9 | 251 232|213 | 19.5 | 13.8 | 26.5| 24.6 | 22.6 | 20.8 | 19 200
205 22.7 | 20.9 | 19.2 241 | 22.3 | 20.5 | 18.7 2551237 | 217 | 19.9 | 18.2 205
210 21.8 | 20 | 18.5 23.2 | 214 | 196 | 179 246 1228|208 | 19 | 173 210
215 20.9 | 19.2 | 17.7 22,3 120.5(189 | 171 2311219 | 20 | 183 | 16.7 215
220 18.5 | 17 19.7 | 18.2 | 16.5 21 | 193 | 176 | 16 220
225 16.3 174 | 15.8 18.5 | 16.9 | 15.3 225
230 16.7 | 15.1 17.9 | 16.3 | 14.7 230
235 16 | 144 171 | 15.5 | 13.9 235
240 13.8 14.8 | 134 240
245 12.8 245
250 12.2 250
255 1.6 255

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification
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300 UST (286 mt) Lifting Capacity

51 I SCA3000A Lattice Boom Crawler Crane

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2Klb
Boom length (ft) 144.4 Boom length (ft)
Jib length (ft) 68.9 78.7 Jib length (ft)
Radius(ft) Aité?;;") 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) Ai‘;‘l’e"(l)
33 188.5 33
35 188.5 35
40 186.5 1804 40
45 169.4 165.9 45
50 154.2 1481 151.4 50
55 141 135.5 138.5 133 55
60 129.8 124.5 127.5 122.4 60
65 120.2 115.2 118.2 113.2 65
70 96.7 107.5 100.2 110.3 105.6 98.5 70
75 100.6 93.6 103.2 98.8 92 75
80 94.4 87.8 96.9 92.6 86.2 80
85 89.2 82.6 91.2 874 81.3 85
90 78.2 72.6 82.9 76.9 7.4 90
95 74.2 68.8 72.8 67.6 95
100 65.2 60.5 69.2 64.1 100
105 61.9 575 65.9 60.9 56.4 105
110 58.2 54.5 58 53.6 110
115 51.6 54.9 51 15
120 50.4 48.4 120
125 477 45.9 473 125
130 454 43.6 44.9 130
135 42.6 135
140 40.6 140
145 145
150 150
155 155
160 160

B Made for America

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification.

SCA3000A Lattice Boom Crawler Crane 52
300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2KIb
Boom length (ft) 144.4 Boom length (ft)
Jib length (ft) 88.6 98.4 Jib length (ft)
Radius(ft) Ai‘;‘l’:zu) 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) Ait;?:(l)
33 33
35 35
40 158.7 40
45 158.7 45
50 14811 1421 50
55 1361 133.6 134 128.6 55
60 125.3 122.9 1234 18.4 60
65 116 13.7 144 108.7 65
70 108.3 106.1 106.7 1024 70
75 101.3 99.2 923 99.8 95.7 75
80 95 93.1 86.5 93.6 89.8 83.5 80
85 89.6 87.7 814 884 84.6 78.7 85
90 84.9 82.9 76.9 83.7 80.1 74.3 90
95 774 78.6 72.8 67.7 794 75.9 70.4 95
100 74.8 69.1 64.1 74.8 721 66.8 61.7 100
105 4 65.7 60.8 69 68.7 63.5 58.7 105
110 62.8 58 65.6 60.6 56 10
115 59.6 55.3 511 57.8 534 115
120 52.7 48.8 551 50.9 48.6 120
125 46.3 48.7 464 125
130 44 46.2 44.2 130
135 41.9 42 44 421 4.7 135
140 40 40.2 39.8 140
145 38.2 38.3 379 145
150 36.5 36.6 36.2 150
155 345 155
160 32.9 160

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification.
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300 UST (286 mt) Lifting Capacity

53 I SCA3000A Lattice Boom Crawler Crane

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2Klb
Boom length (ft) 144.4 Boom length (ft)
Jib length (ft) 108.3 1181 Jib length (ft)
Radius(ft) Aif;ﬁ’é‘(l) 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) Ai‘é‘l’g‘(‘,,)
50 131.2 118.7 50
55 127.6 17.8 55
60 121.2 116.3 115.9 114.6 60
65 2.4 107.7 10.2 106 65
70 104.8 100.5 103.2 98.9 70
75 981 94 96.6 92.5 75
80 921 88.2 81.9 90.7 86.8 80
85 86.8 83 771 854 81.7 85
90 82.2 78.5 72.8 80.9 773 71.6 90
95 77.8 74.3 69 76.6 73.2 67.8 95
100 73.9 70.6 65.4 60.5 72.7 69.5 64.3 100
105 70.4 67.3 62.1 57.3 69.2 66.1 611 56.4 105
110 64.9 64.2 59.2 54.6 66 63 58.2 53.6 110
115 614 56.6 521 62.3 60.2 55.6 51.2 115
120 58.6 541 49.8 45.8 577 57.6 53.1 48.9 120
125 51.8 477 43.7 55.2 50.9 46.7 43.9 125
130 49.2 45.7 41.9 52.6 48.7 44.7 42 130
135 43.5 40.1 46.6 42.9 40.2 135
140 41.5 38.3 39.1 44.5 411 38.4 140
145 36.5 373 393 36.9 36.6 145
150 34.8 35.6 374 35.2 34.9 150
155 333 33.9 35.7 33.7 334 155
160 324 32.2 31.9 160
165 31 30.7 30.6 165
170 29.7 294 29.3 170
175 281 175
180 180
185 185
190 190
195 195

B Made for America

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification.

SCA3000A Lattice Boom Crawler Crane 54
300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2KIb
Boom length (ft) 144.4 Boom length (ft)
Jib length (ft) 128 137.8 Jib length (ft)
Radius(ft) Air;?:(l) 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) Ai;?:?")
50 50
55 106.5 96.5 55
60 105.7 95.9 60
65 104.9 95.1 65
70 100.5 97.2 94.3 93.6 70
75 95 90.9 92 89.7 75
80 89.2 85.2 88 84.2 80
85 84 80.3 82.8 79.3 85
90 79.5 75.9 70.4 784 74.9 90
95 75.3 71.8 66.6 74.3 70.9 65.6 95
100 71.5 68.2 63.1 70.5 67.2 62.1 100
105 68.1 64.9 59.9 671 63.9 59.1 105
110 64.9 61.8 571 63.9 61 56.3 110
115 62 59 54.4 51.2 61 58.2 53.6 49.3 15
120 59.2 56.4 51.9 48.9 58.4 55.6 51.2 47 120
125 56.2 54.1 49.7 46.8 56.1 53.3 491 44.9 125
130 514 51.9 47.7 447 53.8 511 46.9 43 130
135 49.7 45.7 42.8 38.2 50.1 491 45 41.2 135
140 43.8 41 36.6 45.9 471 433 39.6 36.8 140
145 421 39.6 351 45 4.7 379 35.3 145
150 40.1 37.8 33.7 43 39.8 36.5 33.9 150
155 36.1 32.3 32.6 38.1 35.1 32.6 155
160 34.5 30.8 31.2 36.5 2BLS Bil’s 30.7 160
165 29.6 29.8 32 30 29.5 165
170 28.3 28.5 30.8 28.7 28.2 170
175 271 274 29.5 275 27 175
180 26.3 26.4 25.9 180
185 251 25.3 24.8 185
190 241 24.2 23.9 190
195 22.9 195

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification
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300 UST (286 mt) Lifting Capacity

55 I SCA3000A Lattice Boom Crawler Crane

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2Klb
Boom length (ft) 144.4 Boom length (ft)
Jib length (ft) 147.6 157.5 Jib length (ft)
Radius(ft) AEZTQ?") 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) Ai‘;‘l’g‘(l)
60 87 791 60
65 86.4 78.5 65
70 85.6 779 70
75 85 84.7 773 771 75
80 83.9 82.7 76.6 76.4 80
85 814 779 76 75.8 85
90 771 73.6 74.7 72.2 90
95 73 69.7 71.8 68.6 95
100 69.3 66.1 60.9 68.2 65 59.9 100
105 65.9 62.9 57.9 64.9 61.7 56.9 105
10 62.8 59.8 551 61.8 58.8 541 110
115 60 57.2 52.5 59 56.2 51.5 15
120 574 54.7 50.1 474 56.4 53.7 49.2 120
125 54.9 52.3 479 454 541 51.3 471 43.9 125
130 52.7 50.1 45.9 434 51.8 491 44.9 42 130
135 50.6 481 441 41.6 49.7 471 431 40.2 135
140 481 46.2 424 39.8 477 45.2 414 384 140
145 44.9 444 40.7 381 354 45.7 43.5 39.7 36.9 145
150 41.2 42.6 39 36.7 34 43.5 42 38.2 35.5 150
155 40.8 376 354 32.6 404 40.3 36.8 34.2 30.8 155
160 36.1 34 314 36.9 38.7 354 32.8 29.6 160
165 34.4 32.6 30.2 28.5 37 34 31.6 28.4 165
170 331 Bils 29 274 B515) 32.7 30.3 273 170
175 29.9 27.8 26.3 314 291 264 25.6 175
180 28.7 26.6 25.2 30.1 28 254 24.5 180
185 25.5 24.2 26.9 24.2 23.5 185
190 24.6 23.2 25.9 23.2 22.6 190
195 234 22.2 24.7 22.2 217 195
200 21.3 214 20.8 200
205 204 19.8 205
210 194 19 210
215 18.3 215
220 220
225 225
230 230
235 235

SCA3000A Lattice Boom Crawler Crane 56
300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2KIb
Boom length (ft) 144.4 Boom length (ft)
Jib length (ft) 167.3 177.2 Jib length (ft)
Radius(ft) Ai;?:?“) 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) A?‘IZ?QE")
60 71.9 60
65 71.3 65
70 70.8 59.5 70
75 70.3 59 75
80 69.6 69.3 58.6 58.4 80
85 69 68.9 58.3 57.9 85
90 68.5 68.3 57.9 57.5 90
95 67.9 66.6 574 57 95
100 66.6 63.9 57 56.6 100
105 63.7 60.7 55.8 56.5 56.4 54 105
10 60.6 57.8 53 56.1 55.9 52 10
15 58 55.2 50.5 55.7 54.2 49.7 15
120 55.5 52.7 48.2 54.5 51.9 474 120
125 531 50.3 461 52.3 49.5 45.3 125
130 50.8 481 44 50 473 434 130
135 48.7 46.1 42.2 40.5 479 454 415 38.9 135
140 46.8 44.3 40.6 38.7 46 43.6 39.8 37.2 140
145 45 42.7 38.9 371 44.2 41.9 381 35.7 145
150 434 4 374 35.7 42.6 404 36.6 34.3 150
155 41.5 39.5 35.9 34.2 29.2 40.6 38.9 35.2 32.9 155
160 39.1 38 34.5 32.8 28 37.8 374 33.9 31.5 28.9 160
165 36.3 36.6 333 31.6 26.8 34.5 36 32.7 30.3 277 165
170 33.3 35.1 32 30.5 25.9 31.6 34.7 314 29.2 26.7 170
175 33.7 30.9 294 24.9 334 30.3 28.2 25.6 175
180 29.7 28.3 23.9 234 32.2 29.2 271 24.6 180
185 28.5 271 23 22.5 30.9 281 26.2 23.7 22 185
190 27.3 26.1 221 217 29.7 271 25.3 22.9 21 190
195 251 21.3 20.8 26 24.2 219 20.3 195
200 241 204 20 24.9 23.2 211 19.6 200
205 19.6 19.2 22.3 20.3 18.8 205
210 18.8 18.5 21.5 19.5 18.1 210
215 18.1 17.7 20.6 18.7 17.3 215
220 16.9 17.9 16.5 220
225 16.2 15.8 225
230 15.2 230
235 14.5 235

B Made for America
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300 UST (286 mt) Lifting Capacity

57 I SCA3000A Lattice Boom Crawler Crane

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2KIb
Boom length (ft) 1444 Boom length (ft)
Jib length (ft) 187 196.9 206.7 Jib length (ft)
Radius(ft) AE‘;‘I’J?O) 88 | 85 80 | 75 | 70 | 65 | 88 | 85 | 80 | 75 70 | 65 | 88 | 85 | 80 | 75 | 70 | 65  Radius(ft) Aa‘;fg?o)
70 59 54.4 70
75 58.4 53.9 49.3 75
80 58 53.3 48.9 80
85 577 52.8 48.4 85
90 571 | 56.9 52.2 | 52 47.8 90
95 56.7 | 56.4 51.7 | 51.5 473 | 471 95
100 56.2 | 55.9 513 | 511 46.9 | 46.7 100
105 55.6 | 554 50.8 | 50.6 46.4 | 46.2 105
110 55.1 | 54.9 50.3 | 50 45.9 | 45.7 110
115 54.7 | 53.2 | 48.7 49.9 | 49.5 | 471 45,5 | 45.3 15
120 53.5 | 50.9 | 46.4 494 | 48.8 | 454 45 | 44.8 | 434 120
125 51.3 | 48.7 | 443 489 | 477 | 434 446 | 444 | 426 125
130 491 | 46.5 | 424 479 | 455 | 415 441 | 43.9 | 40.6 130
135 47 | 44.6 | 40.5 461 | 43.7 | 39.7 43.7 | 42.6 | 38.7 135
140 451 | 42.8 | 38.8| 35 44.2 | 42 38 43 4 37 140
145 435| 411 | 373 | 33.5 42.5|140.3|36.5 | 327 417 | 39.3 | 35.5| 317 145
150 41.8 | 394 | 35.8 | 321 41 |38.6| 35 | 314 40 | 378 | 34 304 150
155 401 | 379 | 344 | AN 39.3 | 371 | 33.6 | 30.2 38.5|36.3 326 | 29.2 155
160 38.6 364 | 33 |29.8 378 | 35.7 1322 | 29 37 348|313 | 28 160
165 372 | 351 | 31.7 | 28,6 | 254 36,5344 | 31 | 278 35.6 | 33.5|30.2 | 26.8 165
170 35.9 | 33.8 | 30.5 | 273 | 243 35.2 | 331 | 29.9 | 26.7 343 | 32.2 | 28.9 | 25.7 170
175 34 | 326|295 |264 | 234 34 32 | 287|257 | 234 33 | 311 | 279 | 24.8 175
180 31.9 | 31.5 | 28.4 | 25.4 | 22.5 32,6 |30.9 | 277 | 247 | 224 31.9 | 30 | 26.8 |23.8|20.9 180
185 29.6 | 30.5 | 274 | 244 | 21.6 30.8 | 29.8 | 26.7 | 23.8 | 21.5 30.8| 29 |25.8|228| 20 185
190 271 | 29.3 | 26.5 | 23.5 | 20.7 28.7 | 28.9 | 25.7 | 22.9 | 20.7 29.5| 281|249 22 | 191 190
195 28 | 255]227|199 | 193 | 26.6 | 27.8 | 247 | 21.9 | 20 277 | 27 | 239 211 | 183 195
200 24,5 | 21.9 | 19.2 | 18.6 26.7 | 239 | 211 | 19.2 | 178 | 25.8 | 26 | 231 | 20.3 | 17.7 200
205 235 ] 211 | 185 | 179 2551 231|204 184 | 17 |23.9| 251|224 |19.6 | 171 | 161 205
210 22.6 | 20.2 | 179 | 17.2 24 | 222|196 | 176 | 16.3 | 21.8 | 24.2 | 21.6 | 18.8 | 16.3 | 15.4 210
215 194 | 173 | 16.5 213 | 19 17 | 15.6 23.3120.8|18.3 | 15.7 | 14.8 215
220 18.7 | 16.6 | 15.8 20.5]/18.3 | 164 | 15 201 | 17.6 | 151 | 141 220
225 15.8 | 15.2 176 | 15.8 | 144 19.3 | 16.9 | 14.5 | 13.5 225
230 151 | 14.6 15.2 | 13.9 16.3 | 13.9 | 13 230
235 144 | 13.9 14.5 | 13.2 15.6 | 134 | 12.3 235
240 13.3 13.9 | 12.6 15 | 12.8 | 11.8 240
245 12.7 121 123 | 1.3 245
250 1.6 1.8 | 10.7 250
255 11 1.2 | 10.2 255
260 9.9 260

SCA3000A Lattice Boom Crawler Crane 58
300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2KIb
Boom length (ft) 173.9 Boom length (ft)
Jib length (ft) 68.9 78.7 Jib length (ft)
Radius(ft) Aa(;?:(l) 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) Ai‘;?gze)
40 158.1 146.2 40
45 153.3 142.6 45
50 144.4 138.8 138.7 50
55 134.2 127.2 131.6 125.2 55
60 123.8 17.3 121.6 115.4 60
65 114.8 108.7 12.9 107 65
70 101.6 105.6 99.9 70
75 95.2 86.8 99 93.6 85.4 75
80 894 81.5 93.1 88 80.2 80
85 844 76.7 88 82.8 75.5 85
90 72.6 78.6 7.4 90
95 68.9 62.4 74.7 67.7 63.3 95
100 59.2 64.3 60 100
105 56.4 611 57 105
110 53.8 58.3 54.3 110
115 51.3 46.1 51.9 115
120 441 49.7 431 120
125 42.2 4.2 125
130 40.3 39.5 130
135 38.4 379 135
140 36.8 35.9 140
145 34.4 145
150 32.9 150
155 314 155
160 160
165 165
170 170

B Made for America
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300 UST (286 mt) Lifting Capacity

59 I SCA3000A Lattice Boom Crawler Crane

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2Klb
Boom length (ft) 173.9 Boom length (ft)
Jib length (ft) 88.6 98.4 Jib length (ft)
Radius(ft) Aif;ﬁ’é‘(l) 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) Ai‘é‘l’g‘(‘,,)
40 134.4 40
45 131.9 45
50 129 119.5 50
55 1251 122.8 n74 55
60 19.5 113.2 14.5 1M.6 60
65 10.9 105 109 103.6 65
70 103.7 98 102.2 96.8 70
75 97.2 91.8 95.8 90.6 75
80 91.4 86.3 78.6 90 85.1 774 80
85 86.2 81.5 73.9 84.8 80.3 72.9 85
90 817 771 70 80.4 76 69 90
95 773 731 66.3 76.4 72 65.3 95
100 69.6 62.9 61.2 72.7 68.4 61.9 100
105 66.3 59.9 58.2 69.4 65.3 58.9 56.1 105
110 57.2 55.4 62.4 56.2 534 110
115 54.7 52.8 59.8 53.7 51 115
120 50.5 42.9 514 48.8 120
125 48.4 411 493 46.6 394 125
130 46.5 39.2 473 44.7 377 130
135 44.6 375 42.9 36.1 135
140 36.1 34.7 41.2 34.7 140
145 34.7 33.3 33.3 32.6 145
150 B35 2.8 2.8 B 150
155 30.8 30.9 301 155
160 29.5 28.9 160
165 27.8 165
170 26.6 170

B Made for America

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification.

SCA3000A Lattice Boom Crawler Crane 60
300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2Klb
Boom length (ft) 173.9 Boom length (ft)
Jib length (ft) 108.3 181 Jib length (ft)
Radius(ft) AE‘;?&L) 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) AEZ?£?°)
50 101 50
55 108.5 100 55
60 106.8 109.3 98.8 60
65 105 101.7 974 65
70 99.9 95 96 93.5 70
75 941 88.9 92.3 87.6 75
80 88.4 83.5 87 82.3 80
85 83.4 78.9 82 775 85
90 79 74.6 67.6 77.8 734 90
95 74.9 70.8 64 73.7 69.6 62.8 95
100 71.2 67.2 60.7 70 66.1 59.6 100
105 67.9 63.9 577 66.7 62.9 56.7 105
110 64.8 61 55 63.8 60 54 10
15 59.6 58.3 52.5 52.4 61 574 51.6 51.3 115
120 55.9 50.2 501 57.8 54.9 49.3 49 120
125 481 48 52.7 471 46.9 125
130 46.1 45.9 50.5 45.2 44.8 130
135 44.4 44 35.1 43.5 42.9 135
140 42.3 33.6 41.8 41.2 32.7 140
145 40.6 32.2 40.3 39.7 314 145
150 391 31 38.8 38.2 30.2 150
155 376 29.8 29 36.7 29 155
160 28.7 27.8 35.3 279 27 160
165 27.6 26.7 26.8 25.8 165
170 26.5 25.7 25.9 24.8 170
175 24.9 25 24 175
180 23.8 231 180
185 22.3 185
190 21.5 190
195 195
200 200
205 205
210 210

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification.
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300 UST (286 mt) Lifting Capacity

61 I SCA3000A Lattice Boom Crawler Crane

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2Klb
Boom length (ft) 173.9 Boom length (ft)
Jib length (ft) 128 137.8 Jib length (ft)
Radius(ft) A?q%?g?") 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) AEZT:&)
50 50
55 92 84.3 55
60 90.9 83.6 60
65 90 82.8 65
70 89 89.9 82 70
75 87.8 86 81.2 821 75
80 85.6 80.7 804 79.8 80
85 80.7 76.1 79.5 751 85
90 76.4 72 754 71 90
95 724 68.3 61.6 71.5 67.3 95
100 68.8 64.9 58.4 67.8 63.9 57.6 100
105 65.5 617 55.6 64.5 60.7 54.8 105
10 62.4 58.8 52.8 61.6 57.9 52.2 110
115 59.7 56.2 50.4 58.9 554 49.7 115
120 57.2 53.7 48.2 477 56.4 52.9 474 120
125 54.8 51.5 46.1 45.5 541 50.7 453 431 125
130 52.2 49.3 44.2 43.6 51.9 48.7 43.5 411 130
135 474 424 41.8 49.9 46.7 4.7 394 135
140 45.7 40.8 401 47 44.9 40 37.8 140
145 391 38.3 30.5 43.3 38.5 36.2 314 145
150 37.7 339 29.2 41.8 37 34.9 301 150
155 364 32 28 35.7 33.5 28.9 155
160 30.8 26.9 344 32.2 27.8 160
165 29.8 26 24.7 331 311 26.8 165
170 28.7 24.9 23.7 32 29.9 25.7 170
175 24 22.9 29 24.7 22.2 175
180 23.2 22 28 23.8 21.3 180
185 224 21.2 23 20.5 185
190 21.5 204 22.2 19.8 190
195 19.6 21.5 19 195
200 18.9 18.3 200
205 17.7 205
210 17 210

B Made for America

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification.

SCA3000A Lattice Boom Crawler Crane 62
300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2KIb
Boom length (ft) 173.9 Boom length (ft)
Jib length (ft) 147.6 157.5 Jib length (ft)
Radius(ft) AE‘;T&L) 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) AE‘;TETO)
60 76.9 70.5 60
65 76.1 69.9 65
70 75.5 69.3 70
75 74.8 704 68.7 75
80 74 69.7 68.2 68.6 80
85 734 68.6 67.7 68.1 85
90 727 67.2 674 67.5 90
95 70.2 64.6 66.9 65.1 95
100 66.7 614 56.4 65.5 61.7 100
105 63.5 58.4 53.6 62.5 58.5 52.6 105
10 60.4 55.6 51 59.6 55.8 50 10
115 57.8 531 48.6 56.8 53.3 47.6 15
120 558 50.8 46.4 54.3 50.9 45.5 120
125 531 48.6 443 43.8 521 48.7 43.6 125
130 50.8 46.5 42.5 4.7 49.9 46.7 41.6 130
135 48.8 44.7 40.7 39.9 479 44.8 39.8 39 135
140 47 43 39 38.3 46 431 38.2 374 140
145 451 4.3 375 36.6 44.2 41.5 36.7 35.7 145
150 42.2 39.9 36 35.3 42.8 39.8 35.2 344 150
155 384 347 34 26.5 40.8 384 33.9 331 155
160 37 3815 32.6 25.5 38 37 32.7 31.7 24.7 160
165 32.3 31.3 244 35.7 31.5 304 23.6 165
170 311 301 233 34.4 30.3 29.2 22.7 170
175 30.1 291 22.5 29.3 28.2 21.8 175
180 281 217 20.3 28.3 27.2 20.9 180
185 27 20.8 19.6 274 26.3 20 18.8 185
190 26.1 20 18.8 26.5 25.5 19.2 18 190
195 19.3 181 244 18.7 17.2 195
200 18.7 174 23.6 18 16.6 200
205 181 16.6 17.3 15.9 205
210 17.5 16.1 16.7 15.2 210
215 154 16.1 14.5 215
220 14.9 14 220
225 13.5 225
230 230
235 235
240 240
245 245

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification
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300 UST (286 mt) Lifting Capacity

63 I SCA3000A Lattice Boom Crawler Crane

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2Klb
Boom length (ft) 173.9 Boom length (ft)
Jib length (ft) 167.3 177.2 Jib length (ft)
Radius(ft) AE‘;‘I’J?O) 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) Aa‘;?g'(l)
60 65.2 60
65 64.6 65
70 61.7 54.6 70
75 60 541 75
80 5815 59.7 53.7 80
85 59 59.2 53.2 85
90 58.6 58.8 52.8 52.8 90
95 58.1 58.4 52.3 524 95
100 57.6 57.2 51.9 52.1 100
105 57.2 54.3 51.6 51.6 105
110 55 51.8 511 51.3 110
115 52.7 49.4 46.6 50.8 50.6 45.8 115
120 504 47.2 44.4 504 49.2 43.7 120
125 48.2 451 424 49.9 471 41.8 125
130 46.2 43.2 40.5 48 44.9 39.9 130
135 443 1.4 38.8 46.2 431 38.2 135
140 42.6 39.8 37.2 36.3 444 414 36.6 35.5 140
145 4 38.2 35.7 34.6 42.7 39.7 35.1 34 145
150 39.5 36.8 34.3 333 41 38.2 33.6 32.6 150
155 31.7 354 33 32 39.6 36.8 323 31.3 155
160 26.4 341 31.7 30.7 38.2 354 311 30 160
165 24.8 33 30.6 29.6 22.6 36.7 341 30 28.9 165
170 23.2 31.8 29.5 28.3 217 34.9 32.8 28.9 277 170
175 30.7 28.5 273 20.8 26.1 31.8 279 26.7 20.2 175
180 29.7 274 26.3 20 30.7 26.8 25.6 194 180
185 26.4 25.3 19.2 29.8 25.8 24.6 18.6 185
190 25.6 244 18.5 28.9 24.9 23.7 17.9 190
195 24.7 234 17.8 16.2 24.1 22.8 17.3 195
200 22.6 171 515! 233 22 16.6 15 200
205 21.8 16.5 14.8 21.2 15.9 14.4 205
210 21.2 15.9 14.3 20.5 15.3 13.7 210
215 15.3 13.6 19.8 14.7 13.2 215
220 14.7 13.1 19.1 14.2 12.5 220
225 12.6 13.7 1.9 225
230 12.1 13.1 1.5 230
235 1.6 12.6 10.9 235
240 114 104 240
245 10 245
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SCA3000A Lattice Boom Crawler Crane I 64

300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2Klb
Boom length (ft) 173.9 Boom length (ft)
Jib length (ft) 187 196.9 206.7 Jib length (ft)
Radius(ft) Ai‘;‘l’e"(‘,,) 88 | 85 | 80 | 75 | 70 | 65 | 88 | 85 80 | 75 70 | 65 | 88 | 85 | 80 | 75 | 70 | 65 | Radius(ft) A?fg‘l’e"(‘e)
70 54.2 70
75 53.7 46.4 457 75
80 53.3 491 453 80
85 52.8 48.6 44.8 85
90 525|524 48.2 444 90
95 521 | 52 47.8 | 42.5 44 | 391 95
100 517 | 51.7 475 | 421 437 | 38.7 100
105 51.2 | 51.2 47 | 41.8 433|384 105
110 50.7 | 50.7 46.5 | 414 42.8 | 38 110
15 50.4 | 49.8 46.2 | 4 42.5 | 376 15
120 50 |48.2|42.8 45.8 | 40.6 | 41.8 421 | 373 120
125 49.3 | 461 | 40.8 454 | 401 | 39.8 417 | 37 | 345 125
130 473 | 44.2 | 38.9 4571 | 38.3 | 381 414 1 36.8 | 33 130
135 453|423 | 372 441 | 36.8 | 364 411 | 35.8 | 31.5 135
140 43.5 | 40.6 | 35.6 42.8 | 35.3 | 34.8 40.7 | 34.5 | 30.1 140
145 419 | 38.9 | 341 | 29.7 411 | 33.8 | 33.3 401 | 331 | 28.8 145
150 40.2 | 374 | 32.7 | 284 394 | 32.5 | 31.9 38.6 | 31.8 | 27.5 150
155 38.7| 36 | 31.6 | 27.2 379 | 31.3 | 30.8 | 264 371 | 30.5| 264 155
160 372 | 346 | 304 | 261 364 | 301 | 29.6 | 25.3 35.6 | 29.3 | 254 | 27.2 160
165 359 (333|292 | 25 351 | 289|284 | 24.2 343|282 (243 | 26 165
170 346 | 32 | 279 | 239 33.8 | 278 | 273 | 233 33 | 271 | 234 | 248 170
175 252 3 27 23 32.6 | 26.9 | 26.3 | 224 31.8 | 26.1 | 22.6 | 23.8 175
180 19.8 | 30 26 | 22.2 | 18.6 26 | 259|253 | 215 | 179 30.7 | 25.2 | 21.7 | 22.9 180
185 1851289 | 25 | 214 | 179 176 | 25 | 244|206 | 171 271 | 243 1208 | 22 | 179 185
190 174 | 279 | 241 | 205 | 171 16.6 | 24.2 | 23.5 | 19.7 | 16.3 16.2 | 23.5| 201 | 21 | 17.2 190
195 271 | 233 | 19.7 | 164 15.5 | 234|225 |18.9 | 15.7 143|227 1 19.3 | 20.1 | 16.4 195
200 26.2 1 225| 19 | 157 226 | 21.7 [ 183 | 15 13.3 | 21.9 | 18.6 | 194 | 15.7 200
205 21.8 | 18.3 | 151 | 13.3 21.8 | 21 17.7 | 14.3 125 211 | 18 | 187 | 15 205
210 21 | 177 | 145 | 12.8 21.2 | 20.2 | 169 | 13.7 | 11.9 | 11.7 | 20.5 | 173 | 179 | 14.3 210
215 20.2 | 171 | 13.9 | 121 196 | 163 | 13.2 | 114 19.8 | 16.8 | 17.2 | 13.6 215
220 16.5 | 13.3 | 1.5 18.9 | 15.7 | 12.7 | 10.8 161 | 16.5 | 13.1 | 9.8 220
225 159 1127 | N 151 | 121 | 10.2 15.5]15.8 | 125 | 9.3 225
230 12.3 | 10.6 145 | 1.7 | 9.7 15 | 15.2 | 11.9 | 8.8 230
235 1.8 | 10 14 n 9.4 144|147 | N3 | 83 235
240 1.4 | 9.6 13.6 | 10.6 | 8.9 14.2 1109 | 79 240
245 9.1 101 | 84 13.6 | 104 | 75 245
250 8.7 9.7 | 79 9.9 7 250
255 8.3 94 | 76 9.6 | 6.7 255
260 71 9.1 6.2 260
265 6.6 5.8 265
270 5.4 270
275 51 275

In the interest of continual equipment development, SANY America Inc. reserves the right to change these specifications at any time without prior notification
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300 UST (286 mt) Lifting Capacity

65 I SCA3000A Lattice Boom Crawler Crane

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

SCA3000A Lattice Boom Crawler Crane 66
300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2Klb
Boom length (ft) 203.4 Boom length (ft)
Jib length (ft) 88.6 98.4 Jib length (ft)
Radius(ft) A?]Z?g?c) 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) AEDng?o)
40 40
45 45
50 104.8 98.3 50
55 102 96 55
60 99.1 105.8 93.6 CELS 60
65 96.2 98.7 914 96.7 65
70 93.3 924 89 911 70
75 90.6 86.6 86.5 85.5 75
80 874 81.3 84 80.3 80
85 82.6 76.9 814 75.9 85
90 78.4 72.8 64.3 77.2 71.8 634 90
95 74.5 69.1 60.9 73.3 68.1 60.1 95
100 65.7 57.8 69.8 64.9 57 100
105 62.7 55 534 66.7 61.7 54.2 105
10 52.5 50.8 58.9 51.7 10
15 50.2 48.4 56.6 494 477 115
120 34.8 46.2 473 45.6 120
125 44.2 453 43.6 125
130 423 43.5 41.7 130
135 40.6 31.3 41.8 39.9 135
140 39 30 38.3 29.5 140
145 28.7 36.8 28.3 145
150 27.6 35.5 27 150
155 26.5 24.5 25.9 155
160 235 249 22.9 160
165 22.5 24 21.8 165
170 21.7 231 21 170
175 20.9 20.2 175
180 19.5 180

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2Klb
Boom length (ft) 2034 Boom length (ft)
Jib length (ft) 68.9 78.7 Jib length (ft)
Radius(ft) Aa‘écl’g?o) 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) AEZT;(L)
40 126.7 118.5 40
45 1224 14.9 45
50 118.2 ma 50
55 1141 19.3 108 na.7 55
60 110.3 1101 104.6 108.3 60
65 106.8 102.3 101.2 100.5 65
70 101.9 95.7 98.1 941 70
75 96.5 89.8 79.7 94 88.2 75
80 84.5 74.9 89 82.9 73.5 80
85 79.9 70.7 84.2 783 69.3 85
90 75.9 66.9 74.3 65.7 90
95 63.4 70.7 62.3 95
100 60.2 58.8 59.2 100
105 57.3 55.8 56.4 54.7 105
110 53.3 53.8 52.2 110
115 50.9 51.4 49.8 115
120 48.6 379 47.5 120
125 36.2 45.5 35.2 125
130 34.5 43.6 337 130
135 331 323 135
140 29.9 31 140
145 28.8 29.9 27.9 145
150 275 28.6 26.7 150
155 26.4 25.6 155
160 24.6 160
165 165
170 170
175 175
180 180
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300 UST (286 mt) Lifting Capacity

67 I SCA3000A Lattice Boom Crawler Crane

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2Klb
Boom length (ft) 2034 Boom length (ft)
Jib length (ft) 108.3 1181 Jib length (ft)
Radius(ft) A?q%?g?") 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) Aa‘;?g'(l)
50 91.8 50
55 90 84.5 55
60 881 83 60
65 86.1 81.6 65
70 84.3 88.2 80.1 84 70
75 824 83.8 78.5 814 75
80 80.6 78.8 76.8 775 80
85 78.9 74.3 751 731 85
90 755 70.4 734 69.3 90
95 71.9 66.9 58.7 70.7 65.7 57.6 95
100 68.4 63.5 55.7 67.3 62.3 54.7 100
105 65.3 60.5 53 64.1 59.3 52 105
110 62.4 57.7 50.5 61.2 56.8 49.5 110
15 59.5 55.3 48.2 58.6 54.3 473 115
120 53 46.1 44.2 56.3 52 45.3 433 120
125 441 42.2 49.9 434 41.3 125
130 42.3 40.5 479 41.5 394 130
135 40.7 38.8 46 39.8 37.8 135
140 39.2 37.2 38.2 36.4 140
145 35.7 271 36.7 34.9 26.3 145
150 344 26 35.3 33.5 25.2 150
155 331 24.9 32.2 241 155
160 31.8 23.9 30.9 231 160
165 23 20.7 29.8 22.2 165
170 221 19.9 28.8 21.3 170
175 21.3 19.1 20.5 175
180 184 19.8 180
185 17.7 19 185
190 17 18.3 190
195 16.3 195
200 200
205 205
210 210
215 215
220 220

SCA3000A Lattice Boom Crawler Crane 68
300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2Klb
Boom length (ft) 203.4 Boom length (ft)
Jib length (ft) 128 137.8 Jib length (ft)
Radius(ft) AEZT&L) 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) AE”g‘I’erEL)
50 50
55 78.8 731 55
60 77.6 72.2 60
65 76.3 713 65
70 751 70.4 70
75 73.9 771 69.4 71.6 75
80 72.6 75.4 68.4 70.8 80
85 71.3 71.6 674 70 85
90 69.9 67.9 66.3 66.9 90
95 68.3 64.4 65.2 63.6 95
100 66.1 61.2 53.5 63.9 60.3 100
105 62.9 58.3 50.8 62.1 57.3 50 105
110 60.1 55.6 48.3 59.2 54.8 477 110
115 57.6 531 46.1 56.7 52.3 45.5 15
120 55.1 50.8 441 54.3 50 43.5 120
125 52.9 48.7 42.2 40 521 479 41.6 125
130 50.7 46.7 40.5 38.3 49.9 45.9 257 130
135 47.8 44.8 38.8 36.6 443 44.2 38.1 36 135
140 43.2 37.2 35.1 39.2 42.6 36.6 34.5 140
145 35.7 33.8 40.9 351 331 145
150 34.3 324 394 337 31.7 150
155 331 311 231 381 32.5 304 155
160 32 29.9 221 31.3 29.3 21.5 160
165 28.9 21.2 30.2 28.2 20.6 165
170 277 20.5 29.3 27 19.9 170
175 18.4 26.7 19.6 26.2 19.1 175
180 17.6 25.7 18.8 25.2 18.4 180
185 16.8 18.1 24.3 17.7 15.2 185
190 16.1 17.5 23.5 16.9 14.6 190
195 15.4 16.9 16.3 13.9 195
200 14.9 15.7 134 200
205 15.1 12.8 205
210 14.5 12.1 210
215 1.6 215
220 111 220
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300 UST (286 mt) Lifting Capacity

69 I SCA3000A Lattice Boom Crawler Crane

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2Klb
Boom length (ft) 2034 Boom length (ft)
Jib length (ft) 147.6 157.5 Jib length (ft)
Radius(ft) Ai‘;fl’g?o) 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) Ai‘;?g?o)
60 67.2 62.4 60
65 66.4 61.8 65
70 65.6 61.2 70
75 64.9 60.5 75
80 64.1 65.7 59.7 60.9 80
85 63.2 65.1 59.1 60.3 85
90 62.4 64.5 58.4 59.9 90
95 615 62.3 577 594 95
100 60.6 59.2 571 58.2 100
105 59.7 56.4 48.8 56.4 554 105
110 57.9 53.8 46.5 55.6 52.8 110
115 55.6 51.3 444 54.2 50.3 434 115
120 53.1 49 424 52.3 481 4.4 120
125 50.9 46.9 40.6 50.1 46.1 39.6 125
130 48.9 44.9 38.7 479 44.2 379 130
135 47 43.2 371 46 42.3 36.3 135
140 42.8 41.6 35.6 334 443 40.6 34.8 25 140
145 36 39.9 341 32 419 391 333 311 145
150 33.7 384 32.7 30.6 33.9 37.6 31.9 29.7 150
155 37 31.6 29.5 30.8 36.2 30.8 28.6 155
160 35.7 30.5 28.3 28.8 34.9 29.7 274 160
165 294 271 19.6 33.7 28.6 26.3 165
170 28.3 26.1 18.9 324 275 25.2 170
175 273 251 18.2 31.6 26.6 24.2 174 175
180 26.4 24.2 17.5 25.7 233 16.7 180
185 234 16.7 20.1 22.5 15.9 185
190 22.6 16.1 = 21.7 15.3 190
195 217 15.5 13 20.8 14.7 195
200 14.9 124 201 141 1.5 200
205 14.3 mn7 194 13.5 10.9 205
210 13.7 1.2 18.7 12.9 104 210
215 13.1 10.7 124 9.9 215
220 10.2 12 9.3 220
225 9.7 1.5 8.9 225
230 9.3 8.6 230
235 8.9 8 235
240 77 240
245 245
250 250
255 255
260 260

SCA3000A Lattice Boom Crawler Crane I 70

300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2Klb
Boom length (ft) 2034 Boom length (ft)
Jib length (ft) 167.3 177.2 Jib length (ft)
Radius(ft) A?ll;cl):(-l") 88 85 80 75 70 65 88 85 80 75 70 65 | Radius(ft) A?]"g‘l’g?o)
60 60
65 65
70 56.8 49 70
75 56.2 48.5 75
80 55V 481 80
85 55.2 476 85
90 54.6 55.6 473 477 90
95 54 55.1 46.9 473 95
100 53.5 54.7 46.5 46.9 100
105 53 54.2 46 46.6 105
110 524 51.6 45.5 46.3 10
115 51.8 49.2 424 451 45.9 115
120 50.8 471 404 44.7 45.3 39.8 120
125 491 451 38.6 444 44.3 37.8 125
130 471 43.2 36.9 43.9 42.5 36.1 130
135 451 4.4 35.3 43.5 40.7 34.5 135
140 433 39.8 33.8 42.6 39 331 140
145 417 381 324 30 411 375 31.8 145
150 40.2 36.7 31.2 28.6 39.6 36 30.6 150
155 33 354 30 275 376 34.6 294 26.8 155
160 279 34 28.8 26.3 35.6 333 28.2 25.7 160
165 26.1 32.7 27.6 25.2 33.7 321 27 24.7 165
170 24.6 31.6 26.5 241 31.9 311 26.1 23.7 170
175 30.6 25.6 233 16.4 251 301 251 22.7 175
180 29.6 24.7 22.3 15.8 20.9 29 241 21.8 15.3 180
185 23.8 214 151 28 23.2 21 14.5 185
190 23 20.7 14.5 271 224 20.2 13.9 190
195 221 19.9 13.9 21.7 19.3 13.3 195
200 214 19.2 13.3 20.9 18.6 12.7 200
205 18.4 12.7 10 20.2 17.9 12.2 205
210 17.6 121 gi5 194 17.2 .7 8.8 210
215 171 1.6 9 16.5 111 8.3 215
220 1.2 8.5 15.8 10.6 79 220
225 10.7 8.1 15.2 101 75 225
230 101 77 9.7 71 230
235 9.8 7.2 9.2 6.7 235
240 6.8 8.8 6.3 240
245 6.4 5.8 245
250 55 250
255 5.2 255
260 4.8 260
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300 UST (286 mt) Lifting Capacity

71 I SCA3000A Lattice Boom Crawler Crane

Combination of Working Conditions

L) Load Chart

SCA3000A Luffing Jib (without boom tip sheave block)

Boom 85.3 ft-203.4ft; Jib 68.9ft-206.6ft; Rear counterweight 220.5KIb; Carbody counterweight 88.2Klb
Boom length (ft) 2034 Boom length (ft)
Jib length (ft) 187 196.9 206.7 Jib length (ft)
Radius(ft) AE:I‘;‘I";?‘,) 88 | 85 | 80 | 75 | 70 | 65 | 88 | 85 | 80 | 75 | 70 | 65 | 88 | 85 | 80 | 75 | 70 | 65 | Radius(ft) AE:I‘;‘I";F,)
60 493 60
65 48.9 65
70 48.4 70
75 479 44.9 41.8 75
80 475 44.5 4.4 80
85 47 44.2 4.1 85
90 46.6 | 47.5 43.8 40.7 90
95 46.2 | 471 43,5 | 43.7 40.3 | 40.3 95
100 45.9 | 46.7 432 | 434 40 | 40 100
105 454 | 464 427 | 42.9 39.7 | 39.7 105
110 44.9 | 461 424 | 42.6 39.2 | 394 110
115 44.6 | 45.7 42 | 423 38.9| 391 115
120 44.2 | 449 | 38.6 416 | 42 38.6 | 38.8 120
125 437 | 434 | 36.8 413 | 416 | 36 38.3|38.5 125
130 427 | 415 | 353 41 | 40.6 | 343 38 | 38.2 130
135 41.2 | 39.8 | 337 40.7 | 39 | 327 377 | 375 | 31.9 135
140 39.6 | 38.2 | 32.3 40.2 | 374 | 31.3 374 | 364 | 30.6 140
145 38.1 | 36.5|30.9 39.3 | 35.7 | 301 371 | 34.9 | 29.2 145
150 36.7 | 351 | 29.6 37.8 | 34.3 | 28.8 36.8 | 33.5 | 27.8 150
155 35.3 | 33.8 284 | 25.7 364 | 33 | 276 35.6 | 32.2 | 26.7 155
160 33.6 | 32.5 | 273 | 246 35 | 31.7 | 26.5 | 23.8 34.2 | 30.9 | 25.7 160
165 304 | 31.3 | 26.2 | 23.6 33.6 | 30.6 | 254 | 22.7 32.9129.8 | 246 | 21.6 165
170 21.6 | 30.1 | 251 | 22.6 321 | 295|243 | 21.7 31.6 | 28.5 | 23.5 | 20.8 170
175 19.5 | 291 | 24.2 | 21.8 30.5|28.5| 234|209 30.2 | 27.6 | 22.6 | 19.8 175
180 18.4 | 281 | 23.3 | 20.8 24.8 | 274 | 225 | 20 28.9 | 26.6 | 21.7 | 18.9 180
185 272 | 224|199 | 13.7 17.8 | 26.4 | 21.6 | 19.2 27.6 | 25.6 | 20.8 | 18.1 185
190 26.3 | 21.6 | 19.2 | 12.9 16.6 | 25.5 | 20.8 | 18.4 261 | 247 | 20 | 174 190
195 253 120.7 | 184 | 12.3 15.5 | 245|201 | 175 | 1.7 173 | 23.7 | 19.3 | 16.6 195
200 245 | 20 | 177 | 1.8 23.7 | 19.3 | 16.8 | 111 134 | 229 | 18.6 | 15.9 | 10.2 200
205 194 | 17 1.3 23 | 18.6 | 161 | 10.6 126 | 222|179 | 15.2 | 9.7 205
210 18.7 | 16.3 | 10.7 22.2 | 181 | 154 | 101 17 | 214 | 173 | 146 | 9.1 210
215 181 | 15.6 | 10.2 173 | 14.8 | 9.5 20.6|16.5| 139 | 8.6 215
220 175 | 15 9.8 | 6.9 16.7 | 14.2 9 20 159 | 133 | 8.2 220
225 144 | 93 | 6.5 161 | 13.6 | 85 | 5.8 153 | 127 | 77 | 4.8 225
230 139 | 89 | 6.2 13 81 | 53 121 | 73 | 44 230
235 133 | 84 | 5.6 124 | 7.8 5 1.6 | 6.8 | 41 235
240 8 58 12 74 | 4.6 11 | 65 | 3.6 240
245 76 | 49 15|69 | 42 10.6 | 6.1 3.2 245
250 72 | 46 6.5 | 3.7 101 | 5.8 | 2.8 250
255 6.8 | 43 6.2 | 34 9.8 | 5.5 | 2.5 255
260 3.9 6 31 52 | 09 260
265 3.5 2.7 265
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SCA3000A Lattice Boom Crawler Crane 72
300 UST (286 mt) Lifting Capacity

Combination of Working Conditions

SCA3000A Heavy Fixed Jib Configuration

Heavy Fixed Jib Configuration

Heavy Fixed Jib Configuration (boom to jib angle 20°)

~120

105

(1) yBray Buiyn

90

75

L 60

|45

30

0 15 30 45

60

75 90 105 120
Work radius (ft)

1) Boom to jib angle 20°; 2) Rear counterweight 220.5 Klb, car-body counterweight 88.2KIb
Boom length 65.6 ft Jib length 39.4 ft
Radius ft Boom hook capacity (empty jib hook) Kib Jib hook (empty boom hook) KIb Radius ft
16.4 549 = 16.4
17 540.2 - 17
20 493.0 = 20
25 396.8 - 25
30 3274 = 30
35 283.6 205.7 35
40 228.8 1911 40
45 188.1 1674 45
50 158.9 147.8 50
55 134.2 130.6 55
60 13.5 115.5 60
65 - 1034 65
70 = 93.4 70
75 - 84.7 75
80 = 77.2 80
85 - 70.7 85
90 = 65.2 90
95 - 60.1 95
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Service

When we say that SANY machines are built to endure, we're really
talking about service. SANY equipment is intentionally designed
to be easily and efficiently serviced, with features such as wide
compartment doors and easy access to make maintenance more
efficient. Because ease of service means back in service.

We've Got Your Back

To provide peace of mind and ensure maximum uptime, all

SANY cranes are backed by a robust 3-year/3,000-hour standard
warranty. That’s our commitment to keeping your fleet running at
peak performance.

N\

s
STANDARD ?.,'o!ﬁﬁ.?s

L WARRANTY

/
*Warranty applies to 2026 Crane, CTL, Telehandler,
Grader and Roller models only.
SANY America Inc.
318 Cooper Circle .
sanyamerica.com

Peachtree City | GA 30269

| T|470-552-SANY In the interest of continual equipment
development, SANY America Inc. reserves
the right to change these specifications at
*WARRANTY APPLIES TO 2026 MODELS any time without prior notification.
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